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AN  ORDINANCE  PROVIDING  FOR  FIRE 
LIMITS,  THE  CONSTRUCTION  AND 
EQUIPMENT  OF  BUILDINGS  AND  OTHER 
STRUCTURES  AND  FOR  OTHER  PUR- 
POSES. 

BE  IT  ORDAINED  BY  THE  TOWNSHIP 
COMMITTEE  OF  THE  TOWNSHIP  OP 
WOODBRIDGE  AS  FOLLOWS: 

ARTICLE  1 

Section  1.  This  ordinance  shall  be  known 
as  the  Woodbridge  Building  Code. 

Section  2.  Definitions,  (a)  Unless  otherwise 
expressly  stated,  the  following  terms  shall, 
for  the  purpose  of  this  ordinance,  have  the 
meanings  indicated  in  this  section. 

(b)  Words  used  in  the  present  tense  include 
the  future;  words  in  the  masculine  gender 
include  the  feminine  and  neuter;  the  singu- 
lar number  includes  the  plural  and  the  plural 
the  singular. 

(c)  Wherever  terms  in  the  text  of  this  ordi- 
nance are  marked  with  an  asterisk  (*),  they 
shall  have  the  meaning  given  them  in  this 
section,  terms  consisting  of  more  than  one 
word  and  defined  in  this  section  being  hyphen- 
ated. When  not  marked  with  an  asterisk,  they 
shall  have  theLr  ordinarily  accepted  mean- 
ings or  such  as  the  context  m.ay  imply. 

"Alteration,"  as  applied  to  building*  or 
structure*  means  a  change  or  rean-angement 
in  the  structural  parts  or  in  the  exit  facilities; 
or  an  enlargement,  whether  by  extending  on 
a  side  or  by  increasing  in  height;  or  the  mov- 
ing from  one  location  or  position  to  another; 
the  term  (alter)  in  its  various  modes  and 
tenses  and  its  participial  forms,  refers  to  the 
making  of  an  alteration. 

"Amusement-device"  means  a  mechani- 
cally operated  device  which  is  used  to  convey 
persons  in  any  direction  as  a  form  of  amuse- 
ment. 

"Apartment"  means  a  room  or  a  suite  of 
two  or  more  rooms,  in  a  residence-building*, 
occupied*  as  the  home  or  residence  of  an 
individual,  family  or  household. 

"Approved,"  as  applied  to  a  material,  de- 
vice or  mode  of  construction,  means  approved 
by  the  Building  Inspector  under  the  provisions 
of  this  ordinance,  or  by  other  authority  desig- 
nated by  law  to  give  approval  in  the  matter 
in  question. 

"Approved-masonry"  means  masonry  con- 
structed of  brick,  stone,  concrete,  hollow- 
block*,  solid-block*  or  other  materials  ap- 
proved* after  test,  or  a  combination  of  these 
materials. 

"Area,"  as  applied  to  a  form  of  construc- 
tion, means  an  uncovered  sub-surface  space 
adjacent  to  a  building*; 


"Area,"  as  applied  to  the  dimensions  of 
a  building*  means  the  maximum  horizontal 
projected  area  of  the  building*  at  grade*. 

"Automatic,"  as  applied  to  a  fire  door  or 
other  opening  protective,  means  normally 
held  in  an  open  position  and  automatically 
closed  by  a  releasing  device  that  is  actuated 
by  abnormally  high  temperature  or  by  a  pre- 
determined rate  of  rise  in  temperature. 

"Basement"  means  a  story*  the  floor  of 
which  is  not  less  than  two  feet  below  and  the 
ceiling  of  which  is  not  less  than  four  feet 
and  six  inches  above  grade*. 

"Bearing-wall"  means  a  wall  which  sup- 
ports any  vertical  load  in  addition  to  its  own 
weight. 

"Building"  means  a  combination  of  mate- 
rials to  form  a  construction  that  is  safe  and 
stable,  and  adapted  to  permanent  or  continu- 
ous occupancy  for  residence,  business,  assem- 
bly or  storage  pui-poses;  the  term  "building" 
shall  be  construed  as  if  followed  by  the  words 
"or  part  thereof." 

"Building-line"  means  the  line,  established 
by  law,  beyond  which  a  building*  enclosing  a 
stairway*  as  specifically  provided  by  law*. 

"Building  Inspector"  means  the  officer  or 
othea-  person  charged  with  the  administra- 
tion and  enforcement  of  this  ordinance,  or 
his  duly  authorized  representative. 

"Bulkhead"  means  a  structure  above  the 
roof  of  any  part  of  a  building*  enclosing  a 
stalfway*,  tank,  elevator*  machineiT  or  ven- 
tilating apparatus,  or  such  part  of  a  shaft* 
as  extends  above  the  roof. 

"Business-buildings"  means  a  building*  oc- 
cupied for  the  transaction  of  business,  or  for 
the  rendering  of  professional  services,  for  the 
display,  sale  or  storage,  if  not  exclusively 
storage,  of  goods,  wares  or  merchandise,  for 
the  supplying  of  food,  drink  or  other  bodily 
needs  or  comforts,  or  for  the  performance 
of  work,  or  labor;  including  among  others, 
office  buildings,  stores,  markets,  restaurants, 
factories,  workshops,  laboratories. 

"Cellar"  means  a  story*  the  ceiling  of 
which  is  entirely  below  or  less  than  foui-  feet 
six  inches  above  grades*. 

"Cement-mortar"  means  a  mixture  of  one 
part  of  cement  and  not  more  than  three  parts 
of  sand,  proportioned  by  volume,  with  an 
allowable  addition  of  hydrated  lime  not  to 
exceed  fifteen  per  cent,  of  the  cement  by 
volume. 

"Cement-lime  mortar"  means  a  mixture  of 
one  part  of  cement  and  one  part  of  slaked 
lime  or  dry  hydrated  lime  and  not  more  than 
six  parts  of  sand,  proportioned  by  volume. 

"Concrete"  means,  except  when  otherwise 
specifically  provided,  a  mixture  of  one  part  of 
cement,    not    more    than    three    parts    of 


sand  and  five  parts  of  coarse  aggregate,  pro- 
portioned by  volume. 

"Corporation-counsel"  means  the  officer  of 
the  municipality*  who  is  in  charge  of  the 
prosecution  of  actions  at  law  in  its  behalf. 

"Court"  means  an  open,  uncovered  and 
unoccupied  space  within  the  lot-lines*  of  a 
lot*,  and  includes  yard*. 

"Curb-level"  means  the  elevation  of  the 
street  grade  as  fixed  by  the  mimicipal  au- 
thorities; referring  to  a  building,  it  means 
the  elevation  at  that  point  of  the  street  grade 
that  is  opposite  to  the  center  of  the  wall  near- 
est to  and  facing  the  street-line*,  refeiTing 
to  an  excavation,  it  means  the  elevation  at 
that  point  of  the  street  grade  which  is  near- 
est to  the  point  of  the  excavation  under  con- 
sideration. 

"Dead-load"  means  the  weight  of  walls, 
partitions,  floors,  roofs  and  all  other  perma- 
nent construction  of  a  building*. 

"Display-sign"  means  a  structure  that  is 
arranged,  intended,  designed  or  used  as  an 
advertisement,  announcement  or  direction; 
and  includes  a  sign,  sign  screen,  billboard 
and  advertising  devices  of  every  kind. 

"Dwelling"  means  a  building*  occupied* 
exclusively  for  residence  purposes  and  having 
not  more  than  two  apartments,  or  as  a 
boarding  or  rooming  house  serving  not  more 
than  fifteen  persons  with  meals  or  sleeping 
accommodations  or  both. 

"Elevator"  means  a  device  within  or  in 
connection  with  a  biulding*  used  for  carrying 
persons  or  things  upward  or  downward;  and 
includes  dumbwaiter,  escalator  and  similar 
devices; 

"Passenger-elevator"  means  an  elevator 
designed  and  used  for  carrying  persons; 

"Freight-elevator"  means  an  elevator  de- 
signed and  used  for  the  carrying  of  things 
and  such  persons  only  as  are  necessary  for 
its  safe  operation  or  the  handling  of  things 
carried  by  it. 

"Fire-limits"  means  that  territory  or  those 
districts  within  the  municipality*  described 
in  this  ordinance,  in  which,  with  certain  speci- 
fied exceptions,  frame-construction*  and  un- 
protected-metal-construction* are  prohibited. 

"Fire-partition"  means  a  wall  or  partition 
which  subdivides  a  story*  of  a  building*  to 
restrict  the  spread  of  fire  or  to  provide  an 
area  of  refuge. 

"Fire-proof -construction,"  as  applied  to 
buildings*  means  that  in  which  walls  are  of 
approved -masonry*  or  reinforced  concrete*; 
and  the  structural  members  of  which  have 
fire-resistance  ratings  sufficient  to  withstand 
the  hazard  involved  in  the  occupancy,  but  not 
less  than  a  four-hour  rating  for  bearing- 
walls*,  firewalls*,  party-walls*,  isolated  piers, 
coltunns,  and  wall-supporting  gilders;  a  three- 


hour  rating  for  walls  and  girders  other  than 
those  ah-eady  specified,  and  for  beams,  floors, 
roofs,  and  floor-fillings*;  and  a  two-hour  rat- 
ing for  fire  partitions. 

1.  "Firewall"  means  a  wall  which  subdivides 
a  building  "or  separates  buildings"  to  restrict 
the  spread  of  fire,  and  which  starts  at  the 
foundation  and  extends  continuously  thi'ough 
all  stories*  to  and  above  the  roof. 

"Floor-area"  means  a  floor  space  enclosed 
by  exterior  walls,  fire-walls*,  or  fire-parti- 
tions*, or  by  a  combination  of  them. 

"Floor-filling"  means  floor  construction,  in 
fireproof -construction*  only,  having  spans 
not  in  excess  of  eight  feet,  placed  between 
or  resting  on  steel  beams,  or  steel  beams  and 
girders,  to  serve  both  as  a  support  of  floor 
loads  and  as  a  protection  against  the  spread 
of  fire. 

"Foundation- wall"  means  a  wall  or  pier  be- 
low curb-level*  serving  as  support  for  a  wall, 
pier,  column,  or  other  stinictural  part  of  a 
building*. 

"Frame-construction."  as  applied  to  build- 
ings*, means  that  in  which  exterior  or  party- 
walls*  are  wholly  or  partly  of  wood. 

"Garage"  means  a  building*,  shed  or  en- 
closure, or  a  part  thereof,  in  which  a  motor 
vehicle,  containing  volatile  infiammable  oil 
in  its  fuel  storage  tank,  is  stored,  housed,  or 
kept;  "private  garage"  means  a  garage*,  for 
not  more  than  three  motor  vehicles,  in  which 
no  business  or  industry  connected  directly  or 
indirectly  with  motor  vehicles  is  carried  on; 
"Public-garage"  means  a  garage*  not  in- 
cluded within  the  term  private-garage*. 

"Grade,"  with  reference  to  a  building* 
means,  when  the  curb-level*  has  been  estab- 
lished, the  mean  elevation  of  the  curb-level' 
opposite  those  walls  that  are  located  on,  oc 
parallel  with  and  within  fifteen  feet  of, 
street-lines*;  or,  when  the  curb-level*  has 
not  been  established,  or  all  the  walls  of  the 
building*  are  more  than  fifteen  feet  from 
street-lines*.  "Grade"  means  the  mean  ele- 
vation of  the  ground  adjoining  the  building* 
on  all  sides. 

"Gypsum-mortar"  means  a  mixture  of  one 
part  of  retarded  gypsum  and  not  more  than 
two  parts  of  sand,  proportioned  by  weight, 
to  which  a  fibrous  binding  material  is  added 
when  necessary. 

"Habitable-room"  means  a  room  occupied 
by  one  or  more  persons  for  living,  eating  or 
sleeping;  and  includes  kitchens,  serving 
apartments*  or  individual  households,  but 
does  not  include  bathrooms,  watercloset  com- 
partments, laundries,  serving  and  storage 
pantries,  corridors,  cellars  and  spaces  that 
?ire  not  used  frequently  or  during  extended 
periods. 
,. "Heavy-timber-construction,"  as  applied  to 


building*,  means  that  in  which  walls  are  o< 
brick,  concrete*,  or  reinforced  concrete*,  and 
in  which  the  interior  stmctural  elements,  in- 
cluding posts,  floors,  and  roof  construction, 
consist  of  heavy  timbers  with  smooth  flat  sur- 
faces assembled  to  avoid  thin  sections,  sharp 
projections  and  concealed  or  in  accessible 
spaces;  and  in  which  wall-supporting  girders 
and  structural  members  of  steel  or  of  rein- 
forced concrete*,  if  used  in  lieu  of  timber 
construction,  have  a  fire-resistance  rating  of 
not  less  than  three  houi'S. 

"Height"  as  applied  to  a  building*,  means 
the  vertical  distance  from  grade*  to  the  high- 
est point  of  such  buildings*;  "height,"  as  ap- 
plied to  a  com't*.  means  the  vertical  distance 
from  the  level  of  the  floor  of  the  lowest 
story*  served  by  that  coiirt*  to  the  level  un- 
der considei'ation;  "height,"  as  applied  to  a 
story*,  means  the  vertical  distance  from  top 
to  top  of  two  successive  tiers  of  floor  beams; 
"height,"  as  applied  to  a  wall,  means  the 
vertical  distance  to  the  top  measured  from 
the  foundation  walls*,  or  from  a  girder  or 
other  immediate  support  of  such  wall. 

"Hereafter"  means  after  the  time  that  this 
ordinance  becomes  effective. 

"Heretofore"  means  before  the  time  that 
this  ordinance  becomes  effective. 

"Hollow-block"  means  a  cellular  building 
unit  of  burnt  clay  or  concrete,  the  gross  cu- 
bic content  of  which  is  not  less  than  fifty 
per  cent  greater  than  the  standard  size  of 
brick  and  the  cellular  spaces  of  which  are 
not  in  excess  of  twenty-five  per  cent  of  the 
gross  cubic  content  of  the  unit. 

"Institutional-building"  means  a  building* 
in  which  persons  are  harbored  to  receive 
medical,  charitable  or  other  care  or  treat- 
ment, or  in  which  persons  are  held  or  de- 
tained by  reason  of  public  or  civic  duty,  or 
for  correctional  purposes;  including  among 
others,  hospitals,  asylums,  sanitariums,  fii*e 
houses,  police  stations,  jails. 

"Lime-mortar"  means  a  mixture  of  one 
part  slaked  lime  or  hydi-ated  lime  and  noc 
more  than  four  parts  of  sand,  proportioned 
by  volume. 

"Live-load"  means  all  loads  except  dead- 
loads* 

"Lot"  means  a  portion  or  parcel  of  land 
considered  as  a  unit,  devoted  to  a  certain  use 
or  occupied  by  a  building*  or  a  group  of 
buildings*  that  are  imited  by  a  common  in- 
terest or  use,  and  the  customary  accessories 
and  open  spaces  belonging  to  the  same. 

"Lot-line"  means  a  line  dividing  one  lot* 
from  another,  or  from  a  sti'eet*  or  other  pub- 
lic space. 

"Multifamily-house"  means  a  building*  oc- 
cupied* as  the  home  or  residence  of  indi- 
viduals,  families   or  households  living  inde- 


pendently  of  each  other,  of  which  three  or 
more  axe  doing  cooking  within  their  apart- 
ments*; including  tenement  house,  apart- 
ment house,  flat. 

"Municipahty"  means  the  mimicipal  cor- 
poration which  has  adopted  this  ordinance 
under  due  legislative  authority. 

"Occupied,"  as  applied  to  a  building*, 
shall  be  construed  as  though  followed  by  the 
words  "or  intended,  arranged  or  designed  t-o 
be  occupied." 

"Ordinary-construction,"  as  applied  to 
buildings*  means  that  in  which  the  exterior 
walls  are  of  approved-masonry*  or  of  rein- 
forced-concrete*;  and  in  which  the  interior 
structural  elements  are,  wholly  or  partly,  of 
wood  or  smaller  dimensions  than  required* 
for  heary-timber-construction*,  or  of  steel  or 
iron  that  is  not  protected  as  required  for  fire- 
proof construction*  or  semi-fireproof-con- 
struction*. 

"Owner"  includes  his  duly  authorized 
agent  or  attorney,  a  purchaser,  devisee,  fi- 
duciary, and  a  person*  having  a  vested  or 
contingent  interest  in  the  property  in  ques- 
tion. 

"Party-wall"  means  a  wall  used  or  adapted 
for  joint  use  between  two  buildings*. 

"Passageway"  means  an  enclosed  hallway 
or  corridor  connecting  a  required*  exit  to  a 
street*  or  other  open  space  communicating 
with  a  street*  when  such  required*  exit  does 
not  lead  directly  to  a  street*. 

"Pent-house"  means  an  enclosed  structure, 
other  than  a  bulkhead*,  extending  not  more 
than  twelve  feet  above  a  roof. 

"Person"  includes  corporation  and  co-part- 
nership as  well  as  individual. 

"Public-building"  means  a  building*  in 
which  persons  congregate  for  civic,  political, 
educational,  religious,  social  or  recreational 
purposes;  including  among  others,  court 
houses,  schools,  colleges,  libraries,  museums, 
exhibition  buildings,  lecture  halls,  churches, 
assembly  halls,  lodge  rooms,  dance  halls,  the- 
atres, bath  houses,  armories,  recreation  piers. 

"Reinforced-concrete"  means  a  special 
Portland  cement  concrete  in  which  steel  is 
embedded  in  such  a  manner  that  the  two  ma- 
terials act  together  in  resisting  forces. 

"Repair"  means  the  replacement  of  exist- 
ing "work  with  the  same  kind  of  material  used 
in  the  existing  work  not  including  additional 
work  that  would  affect  the  structural  safety 
of  the  building*,  or  that  would  affect  or 
change  required*  exit  facilities,  or  that  would 
affect  a  vital  element  of  an  elevator*,  plumb- 
ing, gas-piping,  wiring  or  heating  installa- 
tion, or  that  would  be  in  violation  of  a  pro- 
vision of  law  or  ordinance. 

"Required"  means  required  by  some  pro- 
vision of  this  ordinance. 


"Residence-building,"  except  when  classed 
as  an  institutional-building*,  means  a  build- 
ing* in  which  sleeping  accommodations  are 
provided;  including  among  others,  dwellings*, 
tenements,  multi -family-houses*,  hotels,  lodg- 
ing houses,  dormitories,  convents,  studios, 
club  houses. 

"Self-closing,"  as  applied  to  a  fire  door  cr 
other  opening  protective,  means  normally 
closed  and  equipped  with  an  approved*  de- 
vice which  will  insure  closing  after  having 
been  opened  for  use. 

"Semi-fireproof-constiniction,"  as  applied 
to  buildings*  means  that  in  which  all  walls 
are  of  approved-masonry*  or  of  reinforced- 
concrete*;  and  the  structural  members  of 
which  have  flre-resistance  ratings  not  less 
than  a  four-hour  rating  for  firewalls  and  par- 
ty-walls* ;  a  three-hour  rating  for  other  walls, 
isolated  piers,  columns,  trusses,  and  wall-sup- 
porting girders;  and  a  two-hour  rating  for 
fire-partitions*,  girders  not  otherwise  speci- 
fied, exposed  beams,  floors,  roofs,  and  floor- 
fillings.* 

"Shaft"  means  an  enclosed  shaftway  or 
space,  extending  through  one  or  more  stor- 
ies* of  a  building*,  connecting  a  series  of  two 
or  more  openings  in  successive  floors,  or 
floors  and  roof. 

"Solid-block"  means  a  building  unit  of 
burnt  clay  or  of  stone,  gravel  or  cinder  con- 
crete, the  gross  cubic  content  of  which  is  not 
less  than  fifty  per  cent  greater  than  the 
standard  size  of  brick,  and  in  which  there 
are  no  cellular  spaces  exceeding  in  the  aggre- 
gate twenty-five  per  cent  of  the  gross  cubic 
content  of  the  imit. 

"Sprinklered"  means  equipped  with  an  ap- 
proved* automatic  sprinkler  system. 

"Staii-way"  means  one  or  more  flights  of 
stairs  and  the  necessaiT  landings  and  plat- 
forms connecting  them,  to  form  a  continuous 
and  iminterrupted  passage  from  one  story* 
to  another  in  a  building*  or  structure*. 

"Standard-fire-test"  means  the  fire  test 
formulated  under  the  procedure  of  the 
American  Standards  Association  as  "Ameri- 
can Standard"  or  as  "Tentative  American 
Standard." 

"Store-building"  means  a  building*  for  the 
housing,  except  for  purely  display  purposes, 
of  ail-planes,  automobiles,  carnages,  railway 
cars  or  other  vehicles  of  transportation,  for 
the  sheltering  of  horses,  live  stock  or  other 
animals,  or  exclusively  for  the  storage  of 
goods,  wares  or  merchandise,  not  excluding  in 
any  case  offices  incidental  to  such  uses;  in- 
cluding among  others  garages*,  carriage 
houses,  stables,  bams,  hangars,  storage  ware- 
houses, freight  depots,  grain  elevators. 

"Story"  means  that  part  of  a  building* 
comprised  between  a  floor  and  the  floor  or 


roof  next  above;  and  includes  basement*  and 
cellar*. 

"Street"  means  a  highway  or  thoroughfare 
dedicated  or  devoted  to  public  use  by  legal 
mapping,  user  or  other  lawful  manner;  and 
includes  avenue,  road,  alley,  land,  boulevard, 
terrace,  concourse,  driveway,  sidewalk. 

"Street-line"  means  a  lot-line*  dividing  a 
lot*  from  a  street. 

"Structure"  means  a  combination  of  ma- 
terials, other  than  a  building*,  to  form  a  con- 
struction that  is  safe  and  stable;  including 
among  others,  stadiums,  gospel  and  circus 
tents,  reviewing  stands,  platforms,  stages, 
observation  towers,  radio  towers,  sheds,  coal 
bins,  fences  and  display-signs;  the  term 
"structure"  shall  be  construed  as  if  followed 
by  the  words  "or  part  thereof." 

"Unprotected-metal-construction,"  as  ap- 
plied to  buildings*  is  that  in  which  the  struc- 
tural supports  are  metal  and  in  which  the 
roofing,  and  walls  or  other  enclosures  are  of 
sheet  metal,  or  other  incombustible  materials, 
or  of  masonry  deficient  in  thickness  or  other- 
wise not  conforming  to  approved  masonry*. 

"Width,"  as  applied  to  a  coiu't*,  means  the 
minimum  average  width  taken  along  all  sides, 
including  lot-lines"  of  the  court,  the  widths 
along  each  side  being  measured  at  right  an- 
gles or  normal  to  and  from  such  side  to  the 
opposite  side  at  the  point  of  measurement. 

"Writing"  includes  printing  and  typewrit- 
ing. 

"Yard"  means  a  court*  that  extends  along 
the  entire  length  of  a  lot-line*. 

ARTICLE  2. 

Section  1.  Action  on  application.  It  shall 
be  the  duty  of  the  building-inspector  to  ex- 
amine applications  for  permits,  within  a  rea- 
sonable time  after  filing  if,  after  examina- 
tion, he  finds  no  objection  to  the  same  and 
it  appears  that  the  proposed  work  will  be  in 
compliance  with  the  laws  and  ordinances  ap- 
plicable thereto  and  the  proposed  construc- 
tion or  work  will  be  safe,  he  shall  approve 
such  application  and  issue  a  permit  for  the 
proposed  work  as  soon  as  practicable.  If  his 
examination  reveals  otherwise,  he  will  reject 
such  application,  noting  his  findings  in  a  re- 
port to  be  attached  to  the  application  and  de- 
livering a  copy  to  the  applicant. 

Section  2.  Approval  in  part.  Nothing  in 
this  section  shall  be  construed  to  prevent  the 
building-inspector*  from  issuing  a  permit  for 
the  construction  of  part  of  a  building*  or 
structure*  before  the  entire  plans  and  de- 
tailed statements  of  said  building*  or  struc- 
ture* have  been  submitted  or  approved.  If 
adequate  plans  and  detailed  statements  have 
been  presented  for  the  same  and  have  been 
found  to  comply  with  this  ordinance. 
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Section  3.  Permit  for  removal.  No  permit 
to  remove  a  building*  or  structure*  shall  be 
granted  until  notice  of  application  thereof 
shall  have  been  given  to  the  owners  of  lots 
adjoining  the  lot*  upon  which  said  building* 
or  structure*  is  to  be  moved  and  to  the  own- 
ers of  wires  or  other  impediments  the  tem- 
porary removal  of  which  will  be  necessary 
and  an  opportunity  has  been  given  said  own- 
ers* to  be  heard  upon  such  application;  nor 
until  a  bond  in  an  adequate  sum  has  been 
filed  with  the  mayor  to  indemnify  and  save 
harmless  the  municipality*  for  damages. 

Section  4.  Conditions  of  the  permit: 

(a)  All  work  performed  under  a  permit 
issued  by  the  building-inspector*  shall  con- 
form to  the  approved*  application  and  plans, 
and  approved*  amendments  thereof. 

(b)  The  location  of  all  new  construction 
as  shown  on  the  approved*  plot  diagram  or 
an  approved*  amendment  thereof,  shall  be 
strictly  adhered  to. 

(c»  It  shall  be  unlawful  to  reduce  or 
diminish  the  area  of  a  lot*  or  plot  of  which 
a  plot  diagram  has  been  filed  and  has  been 
used  as  the  basis  for  a  permit,  unless  a  re- 
vised plot  diagram  showing  the  proposed 
change  in  conditions  shall  have  been  filed  and 
approved*:  provided  that  this  shall  not  ap- 
ply when  the  lot*  is  reduced  by  reason  of  a 
street  opening  or  widening  or  other  public 
improvement. 

Section  5.  Signature  to  permit.  Every  per- 
mit issued  by  the  building-inspector*  undei' 
the  provisions  of  this  ordinance  shall  have 
his  signature  affixed  thereto;  but  this  shall 
not  prevent  him  from  authorizing  a  subordi- 
nate to  affix  such  signature. 

Section  6.  Limitation.  A  permit  under 
which  no  work  is  commenced  within  six 
months  after  issuance  shall  expire  by  limi- 
tation. 

Section  7.  Posting  of  permit. 

(a)  A  copy  of  the  permit  shall  be  kept  on 
the  premises  open  to  public  inspection  during 
the  prosecution  of  the  work,  and  until  the 
completion  of  the  same. 

(b)  The  building-inspector*  may  require 
a  certified  copy  of  the  approved*  plans  to  be 
kept  on  the  premists  at  all  times  from  the 
commencement  of  the  work  to  the  comple- 
tion thereof. 

(c)  The  building-inspector*  shall  be  given 
at  least  twelve  hours  notice  of  the  starting 
of  work  under  a  permit. 

Section  8.  Revocation.  The  building-in- 
spector* may  revoke  a  permit  or  approval 
issued  under  the  provisions  of  this  ordinance 
in  case  there  has  been  any  false  statement 
or  misrepresentation  as  to  a  material  fact  in 
the  application  or  plans  on  which  the  permit 
or  approval  was  based. 
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Section  9.  Tents.  No  person  shall  erect 
any  tent  exceeding  ten  square  feet  without 
a  permit. 

Section  10.  The  following  fees  shall  be 
paid  the  building-inspector*  for  each  appli- 
cation : 

(a)  For  tents:  Five  dollars  ($5)  for  each 
main  bent  and  Two  dollars  ($2)  for  every 
small  tent,  including  as  a  tent  every  stand 
where  articles  of  any  kind  are  sold. 

(b)  For  other  structures:  Two  dollars 
($2)  for  eveiT  thousand  dollars  or  fraction 
thei'eof,  that  such  structure  shall  cost  up  to 
a  cost  of  Fifty  thousand  dollars;  and  on  the 
cost  above  that  amount  one  dollar  ($1)  per 
thousand. 

(c)  In  case  a  permit  is  refused,  one  half 
the  fee  shall  be  repaid  the  applicant. 

(d)  All  fees  not  returned  shall  be  imme- 
diately paid  over  to  the  Township  Treasurer. 

Section  11.  Permits  for  construction  or 
alteration  shall  be  valid  for  one  year  from 
their  date.  Other  permits  shall  be  valid  only 
during  the  time  therein  specified,  and  in  no 
case  longer  than  one  year. 


ARTICLE  3. 

Building:   Inspector 

Section  1.  Appointment. 

(a)  The  office  of  building-inspector*  is 
hereby  created. 

(b)  The  building-inspector  shall  be  ap- 
pointed by  the  Township  Committee.  His 
appointment  shall  continue  during  good  be- 
havior and  satisfactory  service.  He  shall  not 
be  removed  from  office  except  for  cause  after 
full  opportunity  has  been  given  him  to  be 
heard  on  specfic  charges. 

(c)  During  temporary  absence  or  disabil- 
ity of  the  building-inspector*  the  Committee- 
man-at-Large  shall  designate  a  substitute  to 
act  in  matters  that  require  prompt  official  at- 
te-ntion. 

Section  2.  Qualifications.  To  be  eligible  to 
appointment  the  building-inspector*  shall  be 
recommended  by  the  Superintendent  in 
charge  of  the  Engineering  Department  of  the 
Schedule  Rating  Office  of  the  State  of  Nenv 
Jersey.  He  shall  be  generally  informed  on 
the  quality  and  strength  of  building  materi- 
als, on  the  prevailing  methods  of  building 
construction,  on  good  practice  in  fire  preven- 
tion, on  the  accepted  requirements  for  safe 
exit  facilities,  and  on  the  proper  installation 
of  plumbing,  electric  wiring,  elevators*  and 
other  installations  for  the  safety,  comfort 
and  convenience  of  occupants.  He  shall  be 
in  good  health,  physically  capable  of  making 
the  necessary  examinations  and  inspections  of 
buildings*     in    course    of    construction.    He 

12 


shall  not  have  any  interest  whatever,  direct 
ly  or  indirectly,  in  the  sale  or  manufacture 
of  any  material,  process  or  device  enterting 
into  or  used  in  or  in  connection  with  build- 
ing constiTiction. 

Section  3.  Duties.  The  building-inspec- 
tor* shall  devote  his  whole  time  to  the  duties 
of  his  office.  He  shall  receive  applications 
required  by  this  ordinance,  issue  permits  and 
furnish  the  prescribed  certificates.  He  shall 
examine  premises  for  which  pei'mits  have 
been  issued  and  shall  make  necessai-y  inspec- 
tions to  see  that  the  provisions  of  law  ai"e 
complied  with  and  that  construction  is  prose- 
cuted safely.  He  shall  enforce  all  laws  re- 
lating to  the  constiniction,  alteration*,  re- 
pair*, removal,  demolition,  equipment,  use 
and  occupancy,  location,  maintenance  of 
buildings*,  and  structui'es*,  except  as  may  be 
otherwise  provided  for.  He  shall,  when  re- 
quested by  the  Committeeman-at-Large  of 
the  Township  Committee,  or  when  the  inter- 
ests of  the  municipality*  so  require,  make  in- 
vestigations in  connection  with  matters  re- 
ferred to  in  this  ordinance  and  render  wr'it- 
ten  reports  on  the  same.  For  the  purpose  of 
enforcing  compliance  with  law,  to  remove 
illegal  or  unsafe  conditions,  to  secm'e  the 
necessary  safeguards  during  construction,  or 
to  require  adequate  exit  facilities  in  exist- 
ing buildings*  and  stiuctures*.  he  shair  issue 
such  notices  or  orders  as  may  be  necessary. 

Section  4.  Inspections.  Inspections  required 
under  the  provisions  of  this  ordinance  shall 
be  made  by  the  building-inspector*  or  a  duly 
appointed  assistant;  provided  that  he  may  ac- 
cept reports  of  inspectors  of  recognized  in- 
spection sei-vices,  after  investigation  of  their 
qualifications  and  reliability.  But  no  certifi- 
cates called  for  by  any  provision  of  this  ordi- 
nance shall  be  based  on  such  reports  rmless 
the  same  are  in  writing  and  certified  by  a 
responsible  officer  of  such  service. 

Section  5.  Rules. 

(a)  For  carrying  into  effect  its  provisions, 
the  building-inspector*  shall  adopt  rules  as 
prescribed  in  this  ordinance  and  consistent 
therewith,  it  being  the  intent  of  this  requii'e- 
ment  that  the  standards  of  federal  or  state 
bureaus,  national  technical  organizations  or 
fire  underwriters,  as  the  same  may  be  amend- 
ed from  time  to  time,  shall  serve  as  a  guide 
in  fixing  the  minimum  rules  of  practice  un- 
der this  ordinance. 

(b)  For  the  purpose  of  securing  for  the 
public  the  benefits  of  new  developments  in 
the  building  industry  and  yet  insuring  public 
safety,  he  shall  make  or  cause  to  be  made 
investigations,  or  may  accept  duly  authenti- 
cated reports  from  reliable  sources,  of  new 
materials  or  modes  of  construction,  intended 
for  use  in  the  construction  of  buildings*  or 
structures*  in  the  municipality*  which  ai-e 
not  provided  for  in  this  ordinance,  and  shall 
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promulgate  iiiles  seting  forth  the  conditions 
under  which  such  materials  or  modes  of  con- 
struction may  be  used. 

(c)  No  i-ule  of  the  building-inspector* 
shall  become  effective  until  four  weeks  after 
notice  of  intention  to  adopt  it  shall  have 
been  given  in  the  official  paper  of  the  munici- 
pality* and  until  a  public  hearing  on  the  same 
shall  have  been  held;  provided  that  said  pub- 
lic hearing  shall  not  be  necessary  unless  a 
request  shall  have  been  made  for  such  hear- 
ing during  the  said  period  of  publication. 
Such  rule  must  be  drawn  in  its  proposed  form 
and  open  to  public  inspection  at  the  time  the 
notice  to  adopt  is  published. 

(d)  Rules  adopted  and  promulgated  as 
herein  provided  shall  have  the  same  force  and 
effect  as  provisions  of  this  ordinance. 

(e)  Any  mle  may  be  amended  or  repealed 
by  the  same  procedui-e  prescribed  for  the 
adoption  of  new  rules. 

Section  6.  Records. 

(a)  The  building-inspector*  shall  keep 
careful  and  comprehensive  records  of  appli- 
cations, of  permits  issued,  of  certificates  is- 
sued, of  inspections  made,  of  reports  ren- 
dered, and  of  notices  or  orders  issued.  He 
shall  retain  on  file  copies  of  all  papers  in  con- 
nection with  building  work  so  long  as  any 
part  of  the  building*  or  structure*  to  which 
they  relate  may  be  in  existence. 

(b)  All  such  records  shall  be  open  to  public 
inspection  at  reasonable  hours,  but  shall  noc 
be  removed  from  the  oflBce  of  the  building- 
inspector*. 

Section  7.  Reports.  The  building-inspector* 
shall  make  a  report  to  the  mayor  once  each 
month,  or  oftener  if  requested,  including 
statement  of  permits  and  certificates  issued, 
and  orders  promulgated. 

Section  8.  Cooperation  of  other  officials. 
The  building-inspector*  may  request  and 
shall  receive  so  far  as  may  be  necessary,  in 
the  discharge  of  his  duties,  the  assistance  and 
cooperation  of  the  city  engineer  in  fixing 
grades,  of  the  chief  of  police  in  enforcing 
ordea's,  of  the  corporation-counsel*  in  prose- 
cuting violations,  and  of  other  city  officials. 

Section  9.  Right  of  entry. 

(a)  The  building-inspector*,  in  the  dis- 
charge of  his  duties,  shall  have  authority  to 
enter  any  building*,  stnicture*.  or  premises 
at  any  reasonable  hour. 

(b)  For  the  purpose  of  identification  he 
may  adopt  a  badge  of  office  which  he  shall 
display  on  demand;  provided  that  in  an  emer- 
gency, any  other  method  of  identification 
shall  be  sufficient. 

Section  10.  The  salary  of  the  Building  In- 
spector shall  be  Twenty-four  Hundred 
($2400)  Dollars  per  annum,  payable  in  semi- 
monthly Installments. 
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ARTICLE  4 

Tents,  Automobile  Racetracks  and  Public 
Stadiums 

Section  1.  No  patron  shall  be  admitted  to 
any  tent  or  other  structure  erected  by  any 
traveling  circus,  carnival  or  other  show,  until 
the  building-inspector*  has  inspected  all 
poles,  ropes,  seats  or  other  structiires  and 
issued  a  certificate  of  safety  reciting  that  the 
structui-e  has  been  erected  in  good  condition 
to  his  entire  satisfaction. 

Section  2.  No  patron  shall  be  admitted  to 
any  enclosure  in  which  an  automobile  race 
track  is  situated  until  the  building-inspector* 
has  inspected  the  grandstand  or  bleachers 
and  the  supports  for  said  grandstand  or 
bleachers  and  issued  a  certificate  of  safety 
reciting  that  the  structure  is  in  good  condi- 
tion to  his  entire  satisfaction. 

Section  3.  No  parton  shall  be  admitted  to 
any  public  stadium  until  the  building-inspec- 
tor* has  issued  a  certificate  of  safety  recit- 
ing that  the  structui'es  erected  within  sail 
public  stadium  are  in  good  condition  and  to 
his  entire  satisfaction. 

Section  4.  Any  such  certificate  issued  L'l 
accordance  with  the  preceding  sections  shall 
not  relieve  the  proprietor  of  responsibility, 
nor  subject  the  Township  nor  the  building- 
inspector*  to  any  liability. 

ARTICLE  5 
Fire  Limits 

Section  1.  The  following  shall  be  and  are 
hereby  declared  to  be  the  fire  limits  in  the 
Township  of  Woodbridge: — 

Fire  District  No.  1 

Beginning  at  a  point  formed  by  the  inter- 
section of  the  center  line  of  Second  Street 
and  the  center  line  of  Amboy  Avenue,  and 
running  (1)  Northerly  along  the  center  line 
of  Amboy  Avenue  to  Heard's  Brook;  thence 
(2)  Easterly  along  Heard's  Brook  to  the  cen- 
ter line  of  School  Street;  thence  (3)  North- 
erly along  the  center  line  of  School  Street 
to  the  center  line  of  Park  Avenue;  thence 
(4)  Easterly  along  the  center  line  of  Park 
Avenue  to  the  center  line  of  Pearl  Sti'eet; 
thence  (5)  Northerly  along  the  center  line  of 
Pearl  Street;  to  the  center  line  of  Green  street; 
thence  (6)  Easterly  along  the  center  line  of 
Green  Street  to  the  center  line  of  Rahway 
Avenue  or  Ben-y  Street;  thence  (7)  South- 
erly along  the  center  line  of  Rahway  Avenue 
or  Berry  Street  to  the  center  line  of  Gordon 
Avenue;  thence  (8)  Westerly  along  the  cen- 
ter line  of  Gordon  Avenue  to  the  center  line 
of  Wallace  Street;  thence  (9)  Southerly 
along  the  center  line  of  Wallace  Street  to 
the  Easterly  prolongation  of  the  dividing  line 
between  lots  6  and  7,  Block  540  P;  thence 
(10)    Westerly    along    the    dividing   line   be- 
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tween  lot  607,  Block  540  P  and  along  the 
Southerly  line  of  Blocks  540  D  and  540  C  to 
the  Perth  Amboy  &  Woodbridge  Railroad, 
thence  (11  >  Westerly  along  the  center  line 
of  Second  Street  to  the  point  or  place  of  be- 
ginning. 

Fire  District  No.  2 
Beginning  at  a  point  in  the  easterly  line 
of  E  Street,  said  point  being  distant  northerly 
150  feet  measured  at  right  angles  from  the 
northerly  line  of  Woodbridge-Carteret  Road, 
and  running  (1)  easterly  on  a  line  parallel  to 
and  distant  150  feet  northerly  measured  at 
right  angles  from  the  northerly  line  of  Wood- 
bridge-Carteret Road,  to  a  point  in  the  north- 
westerly line  of  Tui'ner  Street;  thence  (2) 
southwesterly  along  the  northwesterly  line 
of  Turner  Street  to  the  center  line  of  the 
Woodbridge-Carteret  Road;  thence  (3)  south- 
erly at  right  angles  to  the  Woodbridge-Car- 
teret Road,  to  a  point  which  is  150  feet  from 
the  southerly  line  of  the  Woodbridge-Carteret 
Road;  thence  (4)  westerly  along  a  line  paral- 
lel to  and  distant  150  feet  southerly  meas- 
ured at  right  angles  from  the  southerly  side 
of  the  Woodbridge-Carteret  Road  to  a  point 
in  the  southeasterly  line  of  lot  18-A,  Block 
665  as  said  lot  is  shown  on  the  1932  revision 
of  the  Woodbridge  Township  Tax  Map; 
thence  (5)  northerly  to  the  point  formed  by 
the  intersection  of  the  northerly  line  of 
Woodbridge-Carteret  Road  and  the  easterly 
line  of  E  Street;  thence  (6)  northerly  along 
the  easterly  line  of  E  Street  to  the  point  or 
place  of  beginning. 

Fire  District  No.   5 

Beginning  at  a  point  formed  by  the  inter- 
section of  the  center  line  of  Avenel  Street 
and  the  center  line  of  Inman  Avenue,  and 
running  thence  (1)  Northerly  along  the  cen- 
ter line  of  Inman  Avenue,  to  a  point  which 
is  distant  450  feet  northerly  measured  at 
right  angles  from  the  northerly  line  of  Avenel 
Street;  thence  (2>  Easterly  on  a  line  parallel 
to  and  distant  450  feet  northerly  measured 
at  right  angles  from  the  northerly  line  of 
Avenel  Street  to  the  easterly  line  of  Block 
859  A;  thence  (3)  Southerly  along  the  east- 
erly line  of  Block  859  A  to  the  center  line 
of  Avenel  Street;  thence  (4)  Easterly  along 
the  center  line  of  Avenel  Street  to  the  center 
line  of  Manhattan  Avenue;  thence  (5)  South- 
erly along  the  center  line  of  Manhattan  Ave- 
nue to  the  center  line  of  Smith  Street;  thence 
(6)  Westerly  along  the  center  line  of  Smith 
Street  to  the  center  line  of  Pennsylvania 
Avenue;  thence  (7)  Southerly  along  the  cen- 
ter line  of  Pennsylvania  Avenue  to  the  cen- 
ter line  of  Meinzer  Street;  thence  (8)  West- 
erly to  the  point  of  intersection  of  the  center 
line  of  Center  Street  and  the  center  line  of 
West    Side    Avenue;    thence    (9)    Northerly 
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along  the  center  line  of  West  Side  Avenue  to 
a  point  which  is  distant  200  feet  southerly, 
measured  at  right  angles  from  the  southerly 
side  of  Avenel  Street;  thence  (10)  Westerly 
on  a  line  parallel  to  and  distant  200  feet 
southerly  measured  at  right  angles  from  the 
southerly  side  of  Avenel  Street  to  the  center 
line  of  Fifth  Street;  thence  (11)  Northerly 
along  the  center  line  of  Fifth  Street  to  the 
center  line  of  Avenel  Street;  thence  (12) 
Easterly  along  the  center  line  of  Avenel 
Street  to  the  point  or  place  of  beginning. 

Fire  District  No.  7 

Beginning  at  a  point  formed  by  the  inter- 
section of  the  center  line  of  King  George's 
Post  Road  and  the  center  line  of  Corrielle 
Street;  thence  (1)  Southerly  along  the  center 
line  of  Corrielle  Street  to  a  point,  said  point 
bemg  distant  northerly  200  feet  measured 
along  the  center  line  of  Corrielle  Street  from 
the  northerly  line  of  New  Brunswick  Avenue; 
thence  (2)  Easterly  along  a  line  parallel  to 
and  distant  200  feet  northerly  measured  at 
right  angles  from  the  northerly  line  of  New 
Brunswick  Avenue  to  the  center  line  of 
Hornsby  Street;  thence  (3)  Southerly  along 
the  center  line  of  Hornsby  Street,  to  the  cen- 
ter line  of  New  Brunswick  Avenue;  thence 
(4)  Westerly  along  the  center  line  of  New 
Brunswick  Avenue  to  the  center  line  of 
Hornsby  Street;  thence  (5)  Southerly  along 
the  center  line  of  Hornsby  Street  233  feet 
to  a  point;  thence  (6)  Westerly  along  a  line 
parallel  to  and  distant  200  feet  southerly 
measured  at  right  angles  from  the  southerly 
line  of  New  Brunswick  Avenue  to  the  center 
line  of  King  George's  Post  Road;  thence  (7) 
Northeasterly  along  the  center  line  of  King 
George's  Post  Road  to  the  point  or  place  of 
beginning. 

Fire  District  No.  8 

Beginning  at  a  point  formed  by  the  inter- 
section of  the  center  line  of  Florida  Grove 
Road  and  the  center  line  of  Worden  Avenue 
and  running  (1)  Southerly  along  the  center 
line  of  Florida  Grove  Road  to  a  point  400 
feet  south  of  the  southerly  line  of  New 
Brunswick  Avenue;  thence  (2)  Westerly  pa- 
rallel to  New  Brunswick  Avenue,  to  a  point 
which  is  150  feet  westerly  measured  at  right 
angles  from  the  westerly  line  of  Florida 
Grove  Road;  thence  (3)  Northerly  along  a 
line  parallel  to  and  distant  150  feet  westerly 
measured  at  right  angles  from  the  westerly 
line  of  Florida  Grove  Road,  to  the  center  line 
of  Worden  Avenue;  thence  (4)  Easterly 
along  the  center  line  of  Worden  Avenue  to 
the  point  of  place  of  beginning. 
Fire  District  No.  II 

Beginning  at  the  point  formed  by  the  intei-- 
section  of  the  center  line  of  Middlesex  Ave- 
nue and  the  center  line  of  LaGuardia  Avenue, 
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and  running  (1)  westerly  along  the  center 
line  of  LaGuardia  Avenue  and  the  westerly 
prolongation  thereof  to  the  westerly  line  of 
Block  442;  thence  (2)  southerly  along  the 
westerly  line  of  Block  442  and  along  the 
westerly  line  of  Block  43  7 -D  to  the  center  line 
of  Silzer  Avenue;  thence  (3)  easterly  along 
the  center  line  of  Silzer  Avenue  to  the  center 
line  of  Correja  Avenue;  thence  (4)  south- 
erly along  the  center  line  of  Correja  Avenue 
to  the  center  line  of  Harding  Avenue;  thence 
(5)  easterly  along  the  center  line  of  Harding 
Avenue  to  the  center  line  of  Middlesex  Ave- 
nue; thence  (6)  northerly  along  the  center 
line  of  Middlesex  Avenue  to  the  point  or 
place  of  beginning. 

ARTICLE    6 

Section  1.  Permits  and  Inspections.  No 
wall,  structure*,  building*  or  part  thereof, 
shall  hereafter  be  built,  enlarged,  or  altered, 
until  a  plan  of  the  proposed  work,  together 
with  a  statement  of  the  materials  to  be  used, 
shall  have  been  submitted  in  duplicate  to  the 
building-inspector*,  who  shall,  if  in  accord- 
ance with  the  provisions  herein  contained, 
issue  a  permit  for  the  proposed  construction. 

Section  2.  Structures  hereafter  erected 
without  a  permit,  or  not  in  conformity  with 
this  ordinance  shall  be  removed. 

Section  3.  No  building  shall  be  moved  until 
a  permit  has  been  obtained  from  the  Building 
Inspector*;  and  such  official  shall  not  issue 
such  permit  if  in  his  judgment  the  proposed 
new  location  of  the  building*  would  seriously 
increase  the  fire  hazard  of  the  surrounding 
buildings. 

Section  4.  The  building-inspector  shall  as 
often  as  practical,  inspect  all  buildings*  or 
structures*  during  construction,  for  which  a 
permit  has  been  issued  to  see  that  the  provi- 
sions of  law  are  complied  with  and  that  con- 
struction is  prosecuted  safely.  Whenever  in 
his  opinion,  by  reason  of  defective  or  illegal 
work  in  violation  of  a  provision  of  this  ordi- 
nance, the  continuance  of  a  building  opera- 
tion is  contrary  to  public  welfare,  he  may 
order  all  further  work  to  be  stopped  and  may 
require  suspension  of  work  until  the  condi- 
tion in  violation  has  been  remedied. 

ARTICLE    7 
Limitations  Within  Fire  Limits 

Section  1.  No  building  or  construction  of 
frame  wall,  or  of  unprotected  metal  wall  con- 
struction or  which  has  a  wooden  cornice,  shall 
be  erected  hereafter  in  the  fire  limits,  except 
the  following: 

A  building  of  frame  construction  or  of 
improtected  metal  construction*  occupied  ex- 
clusively as  a  private  garage*  or  stable,  not 
more  than  one  story*  in  height*  nor  more 
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than  seven  hundred  and  fifty  square  feet  in 
area*,  located  on  the  same  lot*  with  a  dwell- 
ing. 

Outhouses  not  more  than  eight  feet  in 
height*  nor  more  than  one  hundred  square 
feet  in  area*. 

Greenhouses  not  more  than  fifteen  feet  in 
height*  erected  on  the  same  lot*  with  and 
accessory  to  a  dwelling  or  a  store. 

Sheds  open  on  the  long  side,  not  more  than 
fifteen  feet  in  height*  nor  more  than  five 
hundred  square  feet  in  area*. 

Builders'  shanties  not  more  than  one  story; 
in  height,  for  use  only  in  connection  with  a 
duly  authorized  building  operation  and  lo- 
cated on  the  same  lot  with  such  building 
operation,  on  a  lot*  immediately  adjoining, 
on  an  upper  floor  of  the  building*  under  con- 
struction, or  on  a  sidewalk  shed. 

Piazzas  or  balconies  on  dwellings*,  not  ex- 
ceeding ten  feet  in  width  nor  extending  more 
than  three  feet  above  the  second  story*  floor 
beams;  provided  that  no  such  structure  shall 
extend  to  a  lot*  line  or  be  joined  to  a  similar^ 
structure*  of  another  building. 

Coal  tipples,  ice  houses,  material  bins, 
trestles  and  water  tanks,  when  built  of  plank- 
ing and  timbers  of  the  dimensions  acceptable 
for  heavy  timber  construction*. 

Fences  not  exceeding  ten  feet  in  height. 
Display  signs  as  elsewhere  provided  in  this 
ordinance. 

Frame  dwellings  not  exceeding  two  stories 
in  height  and  separated  by  at  least  flve  feet 
from  lot  line  of  adjoining  property. 

No  building  of  frame  construction  or  un- 
protected metal  construction  shall  hereafter 
be  moved  from  without  to  within  the  fire 
limits. 

ARTICLE   8 

Alterations  and  Additions 

Section  1.  Within  the  fire  limits  no  building 
or  structure  of  frame  construction  or  of  un- 
protected metal  construction  shall  be  here- 
after extended  on  any  side  unless  the  con- 
struction of  such  extension  conforms  to  the 
requirements  of  this  ordinance  for  new  con- 
struction; and  provided  that  the  area  of  the 
building  as  extended  shall  not  exceed  the 
allowable  area*  for  frame  construction. 

Section  2.  All  ordinary  construction  build- 
ings and  all  frame  buildings  hereafter  built 
or  altered  in  which  the  lower  stories  or  por- 
tions thereof  are  used  for  business,  and  the 
stories  above  for  residence  purposes  shall 
have  all  partitions  and  ceilings  separating  the 
business  portions  from  the  residence  portions 
covered  with  metal  lath  and  plaster  or  other 
equivalent  fire-proofing  material.  Stairways 
shall  conform  to  Article  16  of  this  Ordinance. 
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ARTICLE    9 

Section  1.  (Amended  October  21,  1940). 
Any  building,  wall  or  structure  which  is,  or 
may  become,  dangerous  or  unsafe  for  life  or 
health  or  might  tend  to  extend  a  conflagra- 
tion, shall,  unless  made  safe  and  secure,  be 
i-emoved  or  demolished  and  the  cost  of  such 
removal  or  destruction  shall  be  assessed  as  a 
municipal  lien  against  the  premises.  The 
assessment  shall  be  made  on  notice  by  the 
Assessment  Commissioners  in  the  same  man- 
ner as  improvement  assessments  are  made. 
Before  any  proceeding  is  taken  pursuant  to 
the  provisions  hereof,  the  Buliding  Inspector 
shall  make  report  to  the  Township  Committee 
in  writing  accompanied  by  photographs,  when 
deemed  necessary,  setting  forth  the  condition 
of  any  building,  wall  or  structure  or  part 
thereof  which,  in  his  opinion,  is  dangerous  or 
unsafe  or  in  need  of  repairs.  Whereupon  the 
Township  Committee  shall  consider  the  report 
of  the  Building  Inspector  and  take  such  ap- 
propriate action  in  connection  with  such  re- 
port as  it  deems  best  for  the  safety  and  in- 
terests of  the  public  and  adopt  a  resolution 
directing  the  Township  Clerk  to  give  notice 
to  the  owner  of  the  property  affected  thereby. 
The  notice  shall  contain  a  description  of  the 
property  affected  sufficiently  definite  in  terms 
to  identify  it  as  well  as  a  description  of  the 
manner  in  which  such  removal  or  destruction 
or  repair  is  to  be  canied  out.  Said  notice 
shall  be  directed  to  the  owner  and  the  mort- 
gagee, if  any,  and  shall  set  forth  that  on  a 
date  to  be  fixed  by  the  resolution  aforesaid, 
the  owner  shall  be  required  to  appear,  either 
personally  or  by  attorney,  before  the  Town- 
ship Committee  in  order  that  he  may  be  heard 
on  said  report  or  complaint.  Following  such 
hearing  the  Township  Committee  shall  deter- 
mine from  the  facts  whether  or  not  such 
building,  wall  or  structure  is  to  be  removed 
or  destroyed  or  repaired  and  if  the  determi- 
nation of  the  Township  Committee  is  that 
such  building,  wall  or  structure  is  dangerous 
or  unsafe  to  life  or  health  or  might  tend  to 
extend  a  conflagration,  it  shall  order  the  re- 
moval or  destruction  of  such  building,  wall  or 
structure  within  thirty  days  after  such  hear- 
ing and  if  the  owner  shall  not  comply  with 
such  order  the  municipality  will  proceed  with 
the  removal  or  destruction  or  cause  it  to  be 
proceeded  with  pursuant  to  the  authority 
herein  given. 

Any  notice  required  to  be  served  may  be 
served  upon  any  owner  resident  in  the  Town- 
ship of  Woodbridge  in  person  or  by  leaving 
at  his  usual  place  of  abode  with  a  member  of 
his  family  over  the  age  of  fourteen  years.  If 
an  owner  shall  not  reside  in  the  Township  of 
Woodbridge,  notice  may  be  sex'ved  upon  him 
personally  or  mailed  to  his  last  known  Post 
Office  address,  or  it  may  be  served  upon  the 
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occupant  of  the  property  or  the  agent  in 
charge  thereof.  If  the  owner  of  the  property 
is  unknown,  or  service  thereof  shall  be  pub- 
lished at  least  once  not  less  than  thirty  days 
before  the  proposed  removal  or  destruction 
in  a  newspaper  published  in  the  municipality, 
there  may  be  inserted  in  the  advertisement 
notice  to  the  owners  of  several  parcels  of 
land.  Notice  to  infant  owners,  or  owner  of 
owners  of  unsound  mind,  shall  be  served  upon 
his  guardian.  Where  lands  are  held  in  trust, 
service  shall  be  made  upon  the  trustee.  Where 
lands  are  held  by  joint  tenants,  tenants  in 
common  or  tenants  by  the  entirety,  service 
upon  one  of  the  owners  shall  be  sufficient  and 
deemed  and  taken  as  notice  to  all.  Proof  of 
service  of  such  notices  shall  be  filed  within 
ten  days  thereafter  with  the  officer  having 
charge  of  the  record  of  tax  liens  and  failure 
to  file  the  same  shall  not  invalidate  the  pro- 
ceedings if  service  is  actually  made  as  pro- 
vided. When  any  such  removal  or  destruction 
shall  have  been  undertaken  and  completed  by 
the  municipality,  an  accurate  account  of  the 
costs  or  exp>enses  shall  be  kept  and  a  true 
statement  under  oath  or  affirmation  shall  be 
filed  by  the  officer  of  the  municipality  charged 
with  the  removal  or  destruction,  with  the 
Township  Clerk.  The  Township  Committee 
shall  examine  the  same  and  if  it  is  properly 
made,  shall  confirm  it  and  file  such  report 
with  the  Township  Clerk  who  shall  record  it 
in  a  book  to  be  kept  for  that  purpose. 

Section  2.  A  building*  or  structure*  de- 
clared structurally  unsafe  or  hazardous  by 
duly  constituted  authority  may  be  restored 
to  safe  condition;  provided  that  if  the  dam- 
age or  costs  of  reconstruction  or  restoration 
is  in  excess  of  fifty  per  cent  of  the  value  of 
the  building*  or  structure*  exclusive  of  foun- 
dations, such  building*,  or  structure*,  if  re- 
constructed or  restored,  shall  be  made  to  con- 
form with  respect  to  materials  and  type  of 
construction,  to  the  requirements  for  build- 
ings* and  structures*  hereafter  erected;  but 
no  change  of  use  or  occupancy  shall  be  com- 
pelled by  reason  of  such  reconstruction  or 
restoration. 

ARTICLE   10 
Limits  of  Height  and  Area 

Section  1.  The  height  of  buildings  of  fire- 
proof construction  is  unlimited.  No  building 
of  semi  -  fireproof  construction  hereafter 
erected  or  altered  shall  exceed  seventy-five 
feet  in  height,  and  when  of  storage  occu- 
pancy, fifty  feet.  Buildings  of  heavy  timber 
construction*  shall  not  exceed  thirty-five  feet 
in  height,  except  that  those  of  residence,  busi- 
ness and  storage  occupancy  may  be  seventy- 
five  feet  in  height,  and  provided  that  when 
over  thirty-five  feet  in  height,  storage  build- 
ings are  sprinklered*;   provided  further  that 
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churches  of  ordinary  construction  and  heavy 
timber  construction*  may  be  forty-five  feet 
but  not  more  than  two  stories,  and  that 
schools  of  such  construction  shall  be  not 
more  than  two  stories  high.  Buildings  of  ordi- 
nary construction  shall  not  exceed  thirty-five 
feet  in  height,  provdied  that  business  build- 
ings of  such  construction  may  be  fifty  feet; 
provided  further  that  for  residence  buildings, 
when  the  floors  immediately  over  the  base- 
ment and  over  cellars  are  of  a  construction 
having  a  fire-resistance  rating  of  not  less 
than  two  hours,  ordinary  construction  may 
be  but  shall  not  exceed  four  stories  nor  fifty- 
five  feet;  and  when  in  addition,  in  multi- 
family  houses  which  are  sub-divided  by  parti- 
tions of  incombustible  materials  having  a  fire- 
resistance  rating  of  not  less  than  two  hours 
into  floor  areas  not  exceeding  2,500  square 
feet,  all  other  floors  have  a  fire-resistance 
rating  of  not  less  than  one  hour,  ordinary 
constructioa  may  be,  but  shall  not  exceed, 
five  stories  of  65  feet.  Buildings  of  frame 
construction,  of  business  and  storage  occu- 
pancy, shall  not  exceed  twenty-five  feet,  nor 
one  story  for  the  latter,  in  height;  public 
buildings,  thirty  feet  and  churches  and 
schools  not  more  than  one  story;  residence 
buildings,  thirty-five  feet  or  two  stories,  ex- 
cept dwellings  of  one  or  two  families  which 
may  be  three  stories. 

Section  2.  Buildings  of  unprotected  metal 
construction  shall  be  not  more  than  one  story 
high;  provided  that  this  shall  not  prohibit 
mezzanine  stories  the  aggregate  floor  area 
of  which  does  not  exceed  twenty-five  per 
cent  of  the  area  of  the  building. 

Section  3.  Public  garages  of  fireproof, 
semi-fireproof  and  heavy  timber  construction* 
shall  not  exceed  10,000,  7,500  and  6,000 
square  feet,  respectively;  and  business  build- 
ings and  storage  buildings  of  semi-fu-eproof 
consiruction,  10,000  square  feet.  Ordinary 
(wood  joist  and  masonry  wall)  construction 
shall  not  exceed  5,000,  6,000  and  7,500 
square  feet,  when  fronting  on  one,  two  and 
thi'ee  streets,  respectively.  Buildings  of 
heavy -timber  construction*  may  have  areas 
thirty-three  per  cent  in  excess  of  those  al- 
lowed for  ordinary  construction.  Buildings  of 
frame  construction  shall  not  exceed  5,000 
square  feet. 

Section  4.  The  limiting  areas  fixed  in  this 
section  may  be  increased  by  one  hundred 
per  cent  when  the  building  is  sprinklered,  and 
by  two  hundred  per  cent  when  the  building 
vs  sprinklered  and  does  not  exceed  one  story 
nor  an  average  of  twenty-five  feet  in  height 
to  the  roof,  or  to  a  ceiling  which  is  unpierced 
and  has  a  fire -resistance  of  not  less  than  one 
hour. 

Section  5.  Outside  the  fire  limits,  when  a 
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hazardous  condition  is  not  created  thereby, 
the  area  of  a  pubUc  building,  a  business  build- 
ing or  a  storage  building,  not  over  two  stories 
high,  may  be  Increased  in  excess  of  the  areas 
fixed  by  this  section,  in  the  discretion  of  the 
Township  Committee;  provided  that  buildings 
of  combustible  occupancy  shall  be  sprin- 
klered*. 

ARTICLE   11 
Walls 

Section  1.  The  thickness  of  masonry  bear- 
ing walls  shall  be  not  less  than  twelve  inches 
for  the  uppermost  twenty-five  feet  of  their 
height,  and  shall  increase  four  inches  in 
thickness  for  each  successive  thirty-five  feet 
or  fraction  thereof  measured  downward  from 
the  top  of  the  wall.  Non-bearing  walls  may 
be  twelve  inches  thick  for  the  uppermost  fifty 
feet. 

Section  2.  Hollow  walls  of  brick  or  walls 
of  hollow  burnt  clay  tile  or  concrete  blocks 
shall  not  be  used  as  bearing  walls  in  buildings 
or  structures  exceeding  forty  feet  in  height. 

Section  3.  Fire  walls  and  party  walls  for 
business  and  storage  buildings  shall  be  four 
inches  thicker  than  the  above  requirements 
for  bearing  walls  and  shall  be  of  solid  brick 
masonry  or  reinforced  concrete. 

Section  4.  The  thickness  of  walls  of  rein- 
forced concrete  bearing  walls  shall  be  not 
less  than  three-fourths  of  the  thickness  re- 
quired for  masonry  bearing  walls. 

Section  5.  In  one  and  two-family  dwell- 
ings, walls  may  be  eight  inches  thick,  when 
not  more  than  thirty  feet  in  height  nor  more 
than  fifty  feet  in  length  between  cross  walls 
or  adequate  buttresses;  provided  that  in  a 
gable  wall  the  portion  within  five  feet  of  the 
peak  need  not  be  considered  in  fixing  the 
height. 

Section  6.  Walls  supported  at  each  story 
by  girders  which  are  protected  with  not  less 
than  two  inches  of  fireproofing  material  ap- 
plied in  a  manner  to  afford  a  fire-resistance 
rating  of  not  less  than  three  hours  may  be 
eight  inches  thick. 

Section  7.  Walls  of  business  buildings  and 
storage  buildings,  other  than  firewalls  or 
party  walls,  not  more  than  one  story  high, 
may  be  eight  inches  thick;  provided  that  they 
are  reinforced  at  intervals  not  exceeding 
twenty  feet,  by  cross  walls,  piers  or  but- 
tresses. 

Section  8.  Outside  of  the  fire  limits  solid 
masonry  walls  eight  inches  thick  may  be  used 
for  buildings  not  exceeding  thirty  feet  nor 
two  stories  in  height,  the  walls  of  which, 
under  this  ordinance  could  be  of  frame  con- 
struction; provided  they  do  not  exceed  fifty 
feet  in  length  between  cross  walls,  piers  or 
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buttresses.  Hollow  walls  of  brick  or  walls  of 
hollow  block  or  solid  block  masonry,  eight 
inches  thick,  may  be  used  when  such  build- 
ings do  not  exceed  one  story  in  height. 

Section  9.  Parapets  shall  be  provided  on 
all  Are  walls,  party  walls,  and  exterior  walls 
of  masonry  or  reinforced  concrete,  where 
such  walls  connect  with  roofs  other  than 
roofs  of  fireproof  construction;  provided  that 
a  parapet  shall  not  be  required  for  a  wall 
facing  on  a  street  having  a  width  of  fifty  feet 
or  more,  nor  on  a  wall  of  a  building  the  roof 
of  which  is  ten  feet  lower  than  the  roof  of  a 
building  adjoining  or  adjacent  to  such  wall, 
nor  on  the  walls  of  a  detached  dwelling,  nor 
on  the  walls  of  a  dwelling  which  is  fifty  feet 
or  more  distant  in  all  directions  from  other 
buildings.  In  dwellings  and  in  buildings  in 
which  eight-inch  walls  are  permitted,  such 
parapets  shall  be  not  less  than  eight  inches 
thick  and  carried  at  least  two  feet  above  the 
roof.  In  all  other  buildings  such  parapets 
shall  be  not  less  than  twelve  inches  thick,  and 
carried  not  less  than  three  feet  above  the 
roof. 

ARTICLE   12 
Quality  of  Materials 

All  building  materials  shall  be  of  good 
quality,  and  shall  conform  to  specifications 
which  the  building-inspector*  prescribes.  The 
more  generally  accepted  standard  specifica- 
tions for  quality  of  materials  are  those  of  the 
American  Society  for  Testing  Materials. 

ARTICLE   13 
Concrete   Construction 

Concrete  for  reinforced  concrete  shall  con- 
sist of  one  part  Portland  cement  and  not 
more  than  six  parts  aggregate,  by  volume 
measured  dry,  and  not  more  than  seven  and 
one-half  gallons  of  water  per  sack,  ninety- 
four  pounds,  of  cement.  The  aggregate  shall 
be  mixed  in  an  approximate  ratio  of  two 
parts  fine  aggregate  and  four  parts  coarse 
aggregate.  This  requirement  applies  under 
ordinary  conditions  and  does  not  preclude  the 
use  of  other  mixtures  when  duly  authorized. 

The  "Building  Regulations  for  Reinforced 
Concrete"  as  adopted  by  the  American  Con- 
crete Institute  shall  constitute  the  accepted 
good  practice  in  reinforced  concrete  con- 
struction. 

ARTICLE    14 
Protection  of  Ends  of  Wooden  Beams 

Wooden  joists,  beams  and  girders  resting 
on  opposite  sides  of  a  masonry  wall  shall  be 
separated  from  one  another  by  at  least  six 
inches  of  solid  masonry.  Such  separation  may 
be  obtained  by  corbeling  the  wall,  or  stagger- 
ing the  beams,  or  the  beams  may  be  sup- 
ported by  steel  wall  hangers,  but  no  wall 
shall  be  corbeled  more  than  two  inches  for 
this  pui'pose. 
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ARTICLE   15 
Protection   of   Wall   Openings 

Section  1.  The  aggregate  width  of  all  open- 
ings in  a  fire  wall  at  any  level  shall  not  ex- 
ceed twenty-five  per  cent  of  the  length  of  the 
wall. 

Section  2.  Evei-y  opening  in  a  required  fire- 
wall shall  be  protected  on  each  side  of  the 
wall  with  an  approved  automatic  fire  door; 
provided  that  when  a  firewall  servea  also  as 
a  horizontal  exit  it  shall  have  no  openings 
other  than  door  openings  not  exceeding  forty- 
eight  square  feet  in  area,  and  one  of  the 
automatic  fire  doors  at  each  opening  shall  be 
replaced  by  a  self-closing  fire  door. 

Section  3.  Every  building,  except  dwellings, 
chui'ches  and  buildings  of  frame  construction, 
shall  have  approved  fire  windows  or  other 
approved  protectives,  in  every  opening  in  the 
exterior  walls  when  such  opening  faces  on  a 
street  and  is  less  than  fifty  fe«t  from  the 
opposite  building  line,  or  when  such  opening 
is  less  than  fifty  feet  distant  in  a  direct  un- 
obstnjcted  line  from  an  opening  in  another 
building,  or  when  such  opening  is  above  and 
not  more  than  fifty  feet  distant  from  any 
part  of  a  neighboring  roof;  provided  that  such 
protection  shall  not  be  required  for  show  win- 
dows facing  on  a  street  which  do  not  extend 
above  the  first  full  story  above  grade;  and 
provided  further  that  such  protection  shall 
not  be  required  when  the  opening  to  be  pro- 
tected and  the  opening  against  which  it  is  to 
be  protected  are  situated  in  walls  in  the  same 
plane  or  in  parallel  planes  and  are  facing  in 
the  same  directions. 

Section  4.  Fire  doors,  fire  shutters  and  fire 
windows  on  exterior  openings,  when  not  re- 
quired to  be  open,  shall  be  closed  by  the  occu- 
pant or  occupants  of  the  building  having  the 
use  or  control  of  them. 

ARTICLE  16 
Stairway,  Elevator  and  Other  Shafts 

Section  1.  In  every  building  exceeding  thirty 
feet  to  the  floor  of  the  topmost  story  or  occu- 
pied by  more  than  forty  persons  above  or 
below  the  fii'st  story  above  grade  and  in  multi- 
family  houses  more  than  two  stories  high, 
interior  staii'ways,  including  hallways  con- 
necting them  to  the  doorway  leading  to  the 
outside,  shall  be  enclosed  with  a  partition 
construction  of  incombustible  materials  hav- 
ing a  fire-resistance  rating  of  not  less  than 
two  hours. 

Section  2.  In  all  other  buildings,  except 
dwellings,  interior  stairways  which  are  not 
enclosed  in  partitions  as  prescribed  in  the 
preceding  paragi'aph,  shall  be  enclosed  in  par- 
titions of  wood  studs  firestopped  at  every  floor 
with  incombustible  material  and  covered  on 
both  sides  with  expanded  metal  lath  ?nd  gyp- 
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sum  mortar  not  less  than  three-quarters  of  an 
inch  thick,  or  of  other  construction  having  a 
fii'e-resistance  rating  of  not  less  than  one  hour. 

Section  3.  When  staii'ways  do  not  serve  as 
required  exits  and  do  not  connect  more  than 
two  stories  the  enclosiu'e  may  be  of  a  con- 
stiniction  having  a  fire-resistance  rating  of 
not  less  than  one  houi-;  and  provided  that  an 
enclosure  shall  not  be  required  for  a  flight  of 
stairs  from  the  main  entrance  floor  to  the 
floor  next  above  when  such  stairs  are  not  a 
part  of  a  required  stairway. 

Section  4.  No  openings  except  the  necessary 
doorways,  shall  be  permitted  in  a  stair  enclo- 
sure. Such  doorway  shall  be  equipped  with 
approved  self-closing  fire  doors,  except  that 
when  two-hom*  partitions  are  not  required  for 
the  enclosure,  substantial  self-closing  metal 
or  metal  covered  doors  or  wooden  doors  of  the 
flush  type  of  nominal  thickness  of  one  and 
three-eighths  inches  may  be  used.  This  shall 
not,  however,  prohibit  windows  opening  to 
the  exterior  of  the  building. 

Section  5.  Except  in  dwellings,  no  stair 
leading  up  from  a  basement  shall  be  placed 
under  a  stairway  leading  from  an  upper  story, 
unless  such  stair  and  stairway  are  enclosed 
within  the  basement  by  a  two-hour  partition. 
and  with  an  unbroken  ceiling  construction, 
having  a  fire-resistance  rating  of  not  less  than 
one  hour,  on  the  soffit  of  the  fiight  through 
the  lowest  story  of  the  staii'way  from  above. 

Section  6.  All  shaftways  through  two  or 
more  successive  floors,  or  floors  and  roof,  here- 
after constructed  in  a  buildmg,  used  for  ven- 
tilation, light,  elevator  or  other  purpose,  except 
stairways  as  provided  for  in  the  preceding 
paragraphs,  ducts,  incinerator  chutes  and 
flues,  shaftways  in  buildings  of  frame  con- 
struction, and  shaftways  in  residence  build- 
ings or  ordinary  constiniction  extending  from 
the  ceiling  of  the  top  story  to  and  above  the 
roof,  shall  be  enclosed  to  constitute  a  shaft. 
The  walls  of  shafts,  unless  constructed  of 
masonry  or  reinforced  concrete  shall  be  par- 
titions of  incombustible  materials  having  a 
fire-resistance  rating  of  not  less  than  two 
hours;  provided  that  shafts  in  residence  build- 
ings of  ordinary  construction  may  be  con- 
stnicted  of  hollow  clay  tile,  stone  or  cinder 
concrete,  gypsum  blocks,  gypsum  mortar  or 
cement  mortar  on  metal  lath,  or  any  material 
and  form  of  consti*uction  that  has  a  fire- 
resistance  rating  of  not  less  than  one  hour; 
and  provided  further  that  such  walls  shall 
be  not  less  than  two  inches  thick  and  set  in 
an  angle  iron  frame  or  otherwise  substantially 
supported  on  incombustible  construction  prop- 
erly fire  protected. 

Section  7.  Shafts  shall  have  no  openings 
other  than  such  as  are  necessary  for  the  par- 
pose  of  the  shaf tway.  Such  openings  shall  be 
protected  with  approved  fire  doors,  approved 
fire  shutters  or  approved  fire  windows. 
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Section  8.  Every  shaft  extending  into  the 
top  story  of  a  building  of  heavy  timber  con- 
stiTiction  or  ordinaiy  construction  shall  be 
can-ied  through  and  not  less  than  three  feet 
above  the  roof. 

Section  9.  Every  shaft  extending  above  the 
roof,  except  open  shafts,  shall  be  covered  at 
the  top  with  a  skylight  of  at  least  three - 
fourtlis  of  the  area  of  the  shaf tway  in  the  top 
stoi-y;  provided  that  the  skylight  herein  re- 
quired may  be  replaced  by  a  windovi^  of  equiv- 
alent area  in  the  side  of  the  shaft  if  the  sill 
of  such  window  is  not  less  than  two  feet 
above  the  roof  and  the  window  does  not  face 
a  lot  line  within  ten  feet. 

Section  10.  In  an  existing  building  in  which 
there  is  a  shaftway  not  already  enclosed  as 
in  this  article  prescribed,  the  openings  in  each 
floor  shall  be  protected  by  substantial  guards, 
or  gates  and  shall  be  provided  with  approved 
trapdoors  as  may  be  directed  by  the  building- 
inspector.  Such  trapdoors  shall  be  constructed 
so  as  to  form  a  substantial  floor  surface  when 
closed;  if  there  are  elevators,  they  shall  be 
so  aiTanged  as  to  open  and  close  by  the  action 
of  the  elevator  in  ascending  or  descending. 
Guards  or  gates,  and  trapdoors  reciuired  by 
this  section  shall  be  kept  closed  at  all  times, 
when  the  shaftway  is  not  In  actual  use. 

ARTICLE  17 

SkyUffhts 

Section  1.  Skylights  which  are  mclined 
more  than  sixty  degrees  from  the  vertical, 
hereafter  placed  on  a  building  shall  have  the 
sashes  and  frames  thereof  constructed  of 
metal,  except  that  skylights  in  foundries  or 
buildings  where  acid  fumes  are  present  as  an 
incident  to  the  occupancy  of  the  building, 
may  be  of  wood  by  special  permission  of  the 
building-inspector. 

Section  2.  Skylights  placed  over  shaf tw ays 
shall  be  glazed  with  plain  glass  not  more  than 
three-sixteenths  of  an  inch  in  thickness. 
Every  skylight  in  which  plain  glass  is  used 
shall  be  protected  by  a  substantial  wire  sci-een 
placed  not  less  than  four  inches  or  more  than 
ten  inches  above  the  glazed  portion  of  the 
skylight  at  all  points.  Such  screen  shall  ex- 
tend beyond  the  glazing  on  all  sides  a  dis- 
tance not  less  than  the  height  of  the  screen 
above  the  glazing.  When  such  skylight  is 
located  over  a  stairway,  passageway,  public 
hallway  or  a  room  of  public  resort  a  similar 
screen  shall  also  be  placed  below  the  skylight, 
unless  there  is  an  intermediate  ceiling  light. 

ARTICLE    18 

Roof    Coverins: 

Section  1.  Every  roof  hereafter  placed  on 
a  building  shall  be  covered  with  an  approved 
roofing  of  brick,  concrete,  tile,  slate  metal. 
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asbestos,  or  built-up  roofing  finished  with  as- 
phalt, slag  or  gravel,  or  with  other  approved 
material. 

Section  2.  Except  where  roofing  is  of  a 
character  permitting  attachment  direct  to 
steel  frame  work,  it  shall  be  applied  to  a 
solid  or  closely  fitted  deck. 

Section  3.  Roofings  which  are  classified  as 
Class  A  or  B  under  the  test  specifications  of 
the  Underwriters'  Laboratories,  Inc.,  shall  be 
accepted  as  meeting  the  requirements  of  this 
section. 

Section  4.  For  buildings  which  are  occu- 
pied as  dwellings,  for  buildings  which  are  of 
frame  construction,  or,  outside  the  fire  limits, 
for  other  buildings  which  do  not  exceed  two 
stories  or  thirty  feet  in  height  nor  twenty- 
five  hundred  square  feet  in  area  and  are  not 
occupied  as  mercantile  establishments,  fac- 
tories or  warehouses,  roofings  which  are 
classified  as  Class  C  under  the  test  specifica- 
tions of  Underwriters'  Laboratories,  Inc., 
shall  be  accepted  as  meeting  the  require- 
ments of  this  section. 

Section  5.  No  roofing  on  an  existing  roof 
shall  be  renewed  or  repaired  to  a  greater  ex- 
tent than  one-tenth  of  the  roof  surface,  ex- 
cept in  conformity  with  the  requirements  of 
this  article. 

ARTICLE    19 
Exits    Required 

Section  1.  Exits  shall  consist  of  interior 
stairways,  fire  towers,  horizontal  exits,  ex- 
terior stairways,  passageways  or  doorways. 
The  term  "floor  area"  as  used  in  this  section 
shall  mean  the  entire  floor  space  between 
exterior  walls  and  fire  walls. 

Section  2.  In  every  building  hereafter 
erected,  except  in  private  dwellings,  every 
floor  area  having  direct  exit  to  a  street  and 
occupied  by  more  than  seventy-five  persons, 
shall  have  at  least  two  means  of  exit.  Every 
story  not  having  direct  access  to  a  street  shall 
have  at  least  one  interior  stairway  or  fire 
tower  connected  thereto.  Every  such  story 
shall  have  at  least  one  additional  exit  when 
it  exceeds  two  thousand  five  hundred  square 
feet  in  area. 

(Amended  September  18,  1944.)  In  private 
dwellings,  built  to  accommodate  one  or  more 
separate  family  units,  each  family  unit  shall 
be  provided  with  a  front  and  rear  exit. 

Section  3.  Exits  shall  be  so  located  that  no 
point  in  a  floor  area,  room  or  space  served  by 
them  is  more  than  one  hundred  feet  distant 
from  an  exit,  measured  along  the  line  of 
travel;  except  that  when  a  floor  area  is  sub- 
divided into  smaller  areas,  such  as  rooms  in 
hotels  and  office  buildings,  the  distance  from 
the  door  of  any  room,  along  an  unobstructed 
hallway,  to  an  exit,  shall  be  not  more  than 
one    hundred    and    twenty-five    feet.    Where 
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separate  exits  are  required  for  a  floor  area, 
they  shall  be  placed  as  remote  from  each 
other  as  practicable. 

Section  4.  The  minimum  unobstructed 
width  of  a  stairway  serving  as  an  exit,  except 
for  handrails  projecting  not  more  than  three 
and  one-half  inches  into  such  width,  shall  be 
not  less  than  forty-four  inches;  provided  that 
in  dwellings,  multi-family  houses  and  storage 
buildings,  and  in  other  buildings  occupied  by 
a  single  tenant  and  limited  in  occupancy  to 
forty  persons,  such  width  may  be  thirty-six 
inches. 

Section  5.  The  aggregate  width  of  exit 
stairways  in  any  story,  except  in  places  of 
assembly,  shall  be  such  that  they  may  accom- 
modate at  one  time  the  total  number  of  per- 
sons permitted  to  occupy  the  largest  floor 
area  served  by  such  stairways  above  that 
story,  on  the  basis  of  one  person  for  each 
three  and  one-half  square  feet  of  floor  sur- 
face of  the  halls,  landings  and  stair  treads 
within  the  stairways;  provided  that,  when  the 
building  is  sprinklered  or  horizontal  exits  are 
provided,  the  required  aggregate  exit  capac- 
ity may  be  appropriately  reduced. 

Section  6.  In  places  of  assembly,  such  ag- 
gregate width  shall  be  not  less  than  at  the 
rate  of  twenty-two  inches  for  every  one  hun- 
dred persons  to  be  accommodated  by  such 
stairway. 

Section  7.  Stair  treads  shall  be  not  less 
than  9^2  inches  wide,  and  the  risers  not  more 
than  1%  inches  high.  Winders  in  exit  stair- 
ways are  prohibited. 

Section  8.  Except  in  residence  buildings 
doorways  serving  as  required  exits  to  a  street 
or  to  a  court  or  open  space  communicating 
with  a  street,  shall  have  the  doors,  including 
the  doors  of  vestibules,  so  hung  as  to  .swing 
outwards  when  opening. 

ARTICLE    20 
Fire   Stops 

In  all  buildings  hereafter  erected,  all  stud 
walls,  partitions,  furi'ings  and  spaces  between 
joists  where  they  rest  on  division  wails  or 
bearing  partitions,  and  similar  vertical  spaces 
shall  be  fire-stopped  with  incombustible  ma- 
terials in  a  manner  to  cut  off  all  concealed 
draft  openings  and  form  an  effectual  horizon- 
tal fire  barrier  between  stories,  and  between 
a  top  story  and  the  roof  space.  Such  firestop- 
ping  shall  extend  the  full  depth  of  the  joists, 
and  at  least  four  inches  above  each  floor  level. 
Stair  carriages  shall  be  firestopped  at  least 
once  in  the  middle  portion  of  each  run. 

ARTICLE    21 

Areaways 

All  areaways  shall  be  guarded  with  suit- 
able railings,  or  be  protected  by  incombust- 
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ible  covers  or  gratings.  If  gratings  be  used, 
they  shall  have  a  wire  screen  of  not  more 
than  one-half  inch  mesh  securely  attached  to 
the  under  side.  Open  areaways  shall  not  pro- 
ject beyond  the  lot  line*. 

ARTICLE  22 

Frame  Buildings — Walls  Near  Lot  Lines  or 
Other  Buildings  and  Between  Dwellings 

Section  1.  In  buildings  of  frame  construc- 
tion, except  private  garages,  an  exposed  wall 
which  is  less  than  three  feet  distant  from  a 
lot  line  other  than  a  street  line,  shall  have  a 
fire-resistance  rating  of  not  less  than  two 
hours;  provided  that  the  material  of  the 
weather  surface  may  be  similar  to  that  of  the 
exterior  walls  of  the  building. 

Section  2.  In  buildings  of  frame  construc- 
tion, an  exposed  wall  which  is  less  than  ten 
feet  distance  from  a  wall  of  another  building 
of  frame  construction  on  the  same  lot,  shall 
have  a  fire-resistance  rating  of  not  less  than 
two  hours;  provided  that  the  material  of  the 
weather  surface  may  be  similar  to  that  of  the 
other  exterior  walls  of  the  building;  and  pro- 
vided that  when  the  aggregate  area  of  the 
two  buildings  does  not  exceed  one  and  one- 
-half  times  the  limiting  area  fixed  by  this 
ordinance  for  either  building,  such  fire-resist- 
ance rating  shall  not  be  requh-ed. 

Section  3.  Walls  or  partitions  separating 
two  or  more  dwellings  of  frame  construction 
shall  consist  of  wooden  studs  covered  on  both 
sides  with  gypsum  mortar  or  cement  mortar, 
not  less  than  three-fourths  of  an  inch  in 
thickness,  on  expanded  metal  lath,  or  of  some 
other  construction  having  a  fire-resistance 
rating  of  not  less  than  one  hour. 

ARTICLE  23 
Electrical  Installations 

All  electrical  wiring  apparatus,  or  appli- 
ances for  furnishing  light,  heat,  or  power 
shall  be  in  strict  conformity  with  the  statutes 
of  the  State  of  New  Jersey  and  in  conformity 
with  approved  methods  of  construction  for 
safety  to  life  and  property.  The  regulations 
in  the  National  Electric  Code,  as  approved 
by  the  American  Standards  Association,  and 
in  other  installation  and  safety  regulations 
approved  by  the  American  Standard's  Asso- 
ciation, shall  I)e  prima  facie  evidence  of  such 
approved  methods. 

ARTICLE  24 

Chimneys 

Section  1.  All  chimneys  shall  be  built  of 
brick,  concrete,  stone,  hollow  tile  of  clay  or 
concrete,  concrete  block  or  of  reinforced  con- 
crete, not  less  than  eight  inches  thick;  pro- 
vided that  for  stone  masonry  other  than 
sawed  or  dressed  stone  in  courses,  properly 
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bonded  and  tied  with  metal  anchors,  the 
thickness  shall  be  not  less  than  twelve  inches; 
and  provided  that  in  dwellings  brick  or  solid 
concrete  chimneys,  used  exclusively  for  ordi- 
nary stoves,  ranges,  furnaces  or  open  fire- 
places, the  thickness  of  the  masonry  may  be 
reduced  to  not  less  than  three  and  three- 
quarter  inches. 

Section  2.  Every  such  chimney  shall  be 
lined  with  a  flue  lining.  High  pressure  steam 
boilers,  incinerators  exceeding  nine  square 
feet  grate  area  or  of  fuel-fired  type  and  other 
moderate  heat  appliances  shall  have  a  lining 
of  iowc  inches  of  fire  brick  for  a  distance  of 
at  least  twenty-five  feet  above  the  flue  en- 
trance. 

Section  3.  Chimneys  shall  extend  at  least 
three  feet  above  the  highest  pomt  at  which 
they  come  in  contact  with  a  roof  of  the  build- 
ing and  at  least  two  feet  higher  than  any 
ridge  within  ten  feet  of  such  chimney.  They 
shall  be  properly  capped. 

Section  4.  Chimneys  shall  be  built  upon 
concrete  or  solid  masonry  foundations.  The 
footing  for  an  exterior  chimney  shall  start 
below  the  frost  line. 

Section  5.  The  back  and  sides  of  fireplaces 
hereafter  erected  shall  be  of  approved  ma- 
sonry or  reinforced  concrete,  not  less  than 
eight  inches  in  thickness.  A  lining  of  fire 
brick  or  other  approved  material  at  least  two 
inches  thick  shall  be  provided  unless  the 
thickness  is  twelve  inches. 

Section  6.  Fii'eplaces,  except  when  designed 
and  used  for  approved  gas  appliances  only, 
shall  have  hearths  of  brick,  stone,  tile  or 
other  approved  incombustible  material  sup- 
ported on  masonry  arches.  Such  hearths  shall 
extend  at  least  twenty  inches  outside  of  the 
chimney  breast  and  not  less  than  twelve 
inches  beyond  each  side  of  the  fireplace  open- 
ing along  the  chimney  breast.  The  combined 
thickness  of  hearth  and  supporting  arch  shall 
be  not  less  than  six  inches  at  any  point. 

Section  7.  Wooden  centers  used  in  the  con- 
struction of  that  part  of  the  supporting  arch 
which  is  below  the  hearth  of  the  fireplace  in- 
side of  the  chimney  breast,  shall  be  removed 
when  the  construction  of  the  arch  is  com- 
pleted and  before  plastering  on  the  under- 
side. 

Section  8.  Metal  smokestacks  may  be  per- 
mitted for  boilers,  furnaces  and  similar  appa- 
ratus where  large  hot  fires  are  used,  provided 
that  every  such  stack,  or  part  thereof,  here- 
after erected  within  a  building  other  than  a 
one-stoiT  building,  shall  be  enclosed  above 
the  story  in  which  the  appliance  served 
thereby  is  located,  in  walls  of  approved  ma- 
sonry or  a  partition  construction  of  incom- 
bustible materials  having  a  fire-resistance  rat- 
ing of  not  less  than  two  hours,  with  a  space 
on  all  sides  betwen  the  stack  and  the  enclos- 
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ing  walls  suflBcient  to  render  the  entire  stack 
accessible  for  examination  and  repair.  The 
enclosing  walls  shall  be  without  openings, 
except  doorways  equipped  with  approved  self- 
closing  fire  doors  at  various  floor  levels  for 
inspection  purposes.  Where  such  a  stack 
passes  through  a  roof  constructed  of  com- 
bustible materials,  it  shall  be  guarded  by  a 
galvanized  iron  ventilating  thimble  extending 
not  less  than  nine  inches  below  and  nine 
inches  above  such  roof  construction.  Such 
thimbles  shall  be  of  a  size  to  provide  a  clear- 
ance on  all  sides  of  the  stack  of  not  less  than 
eighteen  inches;  provided  that  for  stacks  of 
low  heat  appliances  the  clearance  may  be  re- 
duced to  not  less  than  twelve  inches. 

ARTICLE   25 

Smoke  Pipes 

Section  1.  Smoke  pipes  shall  enter  the  side 
of  chimneys  through  a  fire  clay  or  metal 
thimble  or  fluering  of  masoniT.  No  smoke 
pipe  shall  pass  through  a  floor,  nor  through 
a  roof  unless  such  roof  is  of  fireproof  con- 
struction or  of  semi-fireproof  construction. 

Section  2.  Smoke  pipes  shall  not  pass 
through  combustible  partitions;  provided  that 
smoke  pipes  from  ordinary  ranges  and  stoves 
may  do  so  if  they  are  guarded  by  double  metal 
ventilated  thimbles  six  inches  larger  in  di- 
ameter than  the  pipe,  or  by  steel  tubes  built 
in  brickwork  or  other  approved  fireproofing 
materials  extending  not  less  than  eight  inches 
beyond  all  sides  of  the  tube. 

Section  3.  The  clear  distance  between  a 
smoke  pipe  or  metal  breeching  and  combust- 
ible material  or  consti-uction,  including  plas- 
ter on  combustible  base,  shall  be  not  less  than 
eighteen  inches  in  the  case  of  low  heat  appli- 
ances and  not  less  than  thirty-six  inches  for 
medium  or  high  heat  appliances;  provided 
that  such  clearances  may  be  reduced  one-half 
when  such  smoke  pipes  or  breechings  are  pro- 
tected with  not  less  than  one  inch  of  asbestos 
or  in  some  other  approved  manner  or  such 
combustible  material  or  constioiction  is  pro- 
tected by  sheet  metal  or  equivalent  covering 
placed  at  least  one  inch  from  the  sui'face  to 
be  protected  and  extending  the  full  length  of 
the  smoke  pipe  and  not  less  than  twelve 
inches  beyond  it  on  both  sides;  and  provided 
further  that  in  the  case  of  smoke  pipes  used 
on  ordinary  heating  or  cooking  stoves,  such 
clearances  may  be  nine  inches  but  not  less. 

ARTICLE  26 

Warm  Air  Pipes  and  Registers 

Section  1.  Warm  aii*  pipes  leading  from  the 
furnace  to  vertical  or  wall  stacks  shall  not 
be  placed  nearer  than  one  inch  to  combust- 
ible material  unless  such  material  is  covered 
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with  asbestos  paper  and  the  paper  covered 
with  tin  or  iron. 

Section  2.  No  warm  air  pipe  shall  be  placed 
in  a  floor,  partition  or  enclosure  of  combust- 
ible construction,  unless  it  is  at  least  six  feet 
distant  in  a  horizontal  direction  from  the 
furnace. 

Section  3.  Wall  stacks  or  wall  pipes  shall 
be  covered  with  not  less  than  one  thickness 
of  asbestos  paper  weighing  not  less  than 
twelve  pounds  per  hundred  square  feet.  An 
air  space  of  not  less  than  five-sixteentlis  of 
an  inch  shall  be  provided  on  all  sides;  or,  such 
wall  stacks  or  wall  pipes,  together  with  heads, 
boots,  ells,  tees,  angles  and  other  connections 
shall  be  made  double,  from  the  boot  to  the 
top  of  such  stack  and  to  the  register  head 
in  each  story.  There  shall  be  a  continuous 
uniform  air  space  of  not  less  than  five-six- 
teenths of  an  inch  between  the  outer  and 
inner  walls. 

Section  4.  Registers  used  in  heating  sys- 
tems, placed  in  combustible  structural  assem- 
blies, shall  be  surrounded  with  a  border  of 
incombustible  material  not  less  than  two 
inches  wide,  securely  set  in  place  or  in  some 
other  approved  manner. 

Section  5.  Register  boxes  shall  be  made  of 
sheet  metal.  They  shall  be  double  with  not 
less  than  one  inch  air  space  between  the  two. 
or,  they  may  be  single,  covered  with  asbestos 
not  less  than  one -eighth  inch  thick,  provided 
that  any  woodwork  within  two  inches  is  cov- 
ered with  tin. 

Section  6.  When  a  register  box  is  placed  in 
the  floor  over  a  furnace,  the  space  on  all  sides 
between  the  casing  and  the  register  box  shall 
be  not  less  than  four  inches. 

Section  7.  Every  warm  air  furnace  shall 
have  at  least  one  register  without  valve  or 
louvres. 

Section  8.  The  cold  air  ducts  of  heating 
systems  where  extending  through  any  other 
story  than  the  one  in  which  the  furnace  is 
located  shall  be  of  metal  or  approved  incom- 
bustible material.  Such  ducts  within  six  feet 
of  their  connection  with  the  furnace  shall  be 
similar  material. 

ARTICLE    27 

Steam   and   Hot  Water   Pipes 

Where  steam  or  hot  water  heating  pipes 
pass  through  combustible  floors,  or  partitions, 
or  other  combustible  construction  there  shall 
be  an  open  space  of  not  less  than  one  inch  on 
all  sides  of  the  pipe,  which  shall  be  capped  at 
the  ends  with  incombustible  material.  Such 
pipes  passing  through  stock  shelving  shall  be 
covered  with  not  less  than  one  inch  of  ap- 
proved insulation.  Wooden  boxes  or  casings 
enclosing  steam  or  hot  water  heating  pipes, 
or  wooden  covers  to  recesses  in  walls  in  which 
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such   pipes   are  placed,   shall   be   lined   with 
metal. 

Coverings  or  insulation  used  on  steam  or 
hot  water  pipes  shall  be  of  incombustible 
material. 

ARTICLE    28 
Stoves    and    Ranges 

Section  1.  Cooking  stove,  laundry  stoves, 
heating  stoves,  and  combination  coal  and  gas 
ranges  hereafter  installed  in  dwellings  and  in 
apartments  of  multifamily  houses,  shall  be 
set  on  hearths  supported  by  masonry  trimmer 
arches  extending  not  less  than  six  inches  on 
all  sides  beyond  such  appliances;  provided 
that  such  appliances  with  legs  that  provide 
an  open  air  space  of  not  less  than  four  inches 
below  the  bottom  of  the  appliance  may  be  set 
on  sheet  metal  or  other  approved  incombust- 
ible material. 

Section  2.  No  such  appliance  shall  be  placed 
within  twelve  inches  of  a  wooden  stud  parti- 
tion, a  wood-furred  wall  or  combustible  ma- 
terial, unless  protected  by  a  shield  of  metal 
or  other  approved  incombustible  material  so 
attached  as  to  preserve  an  open  air  space  be- 
hind it  and  to  extend  from  the  floor  to  one 
foot  above  and  six  inches  beyond  the  sides  of 
such  appliance,  in  which  case  such  appliance 
shall  not  be  placed  within  six  inches  of  a 
wooden  stud  partition,  a  wood-furred  wall  or 
combustible  material. 

Section  3.  Domestic  gas  ranges  in  which 
the  clearances  between  the  base  frame  and 
the  floor  is  two  inches  or  less,  shall  be  set  on 
a  base  of  hollow  clay  tile  four  inches  thick 
or  its  equivalent,  extending  not  less  than  two 
inches  beyond  the  range  on  all  sides;  when 
such  clearance  is  more  than  two  inches,  but 
not  more  than  six  inches,  such  ranges  shall 
be  set  on  a  base  of  asbestos  board  three-six- 
teenths of  an  inch  thick  held  between  two 
sheets  of  metal  not  less  than  No.  29  U.  S. 
gauge,  extending  not  less  than  two  inches 
beyond  the  range  on  all  sides;  when  such 
clearance  is  more  than  six  inches  or  the  lower 
burners  of  the  range  are  twelve  inches  or 
more,  measured  from  the  burner  ports,  above 
the  floor,  no  protection  shall  be  required; 
when  such  ranges  are  set  so  that  the  oven 
back  or  side  of  the  cooking  top  is  less  than 
six  inches  from  combustible  material,  the 
combustible  material  shall  be  protected  by 
asbestos  board  three-sixteenths  of  an  inch  in 
thickness  and  sheet  metal  not  less  than  No. 
29  U.  S.  gauge. 

Section  4.  Ranges,  candy  kettles,  cruller 
furnaces  and  appliances  for  the  frying  of 
bakery  or  confectionery  products,  except 
ranges  in  dwellings  or  apartments  of  multi- 
family  houses,  shall  be  provided  with  venti- 
lating hoods  and  pipes  to  take  off  the  smoke, 
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gases  and  vapors;  unless  such  appliances  are 
enclosed  and  vented  in  an  approved  manner. 

ARTICLE    29 
Heating:  Appliances 

Section  1.  Hot  air,  hot  water  and  steam 
heating  furnaces  hereafter  installed  on  wood- 
joisted  floors  or  other  combustible  construc- 
tion in  dwellings,  shall  have  protective  bases 
of  sheet  metal  or  asbestos  covered  with  hol- 
low masonry  not  less  than  four  inches  in 
thickness  laid  to  preserve  a  free  circulation 
of  air  through  such  masonry  course.  Such 
bases  shall  extend  at  least  one  foot  beyond 
the  furnace  on  all  sides;  provided  that  the  ex- 
tension at  the  front  is  at  least  two  feet  when 
solid  fuel  is  used. 

Section  2.  No  such  appliance  shall  be  lo- 
cated hereafter  nearer  than  eighteen  inches 
in  any  direction  to  woodwork  or  other  com- 
bustible material  or  construction,  including 
plaster  on  combustible  base. 

ARTICLE    30 
Gas  Vents 

Section  1.  Every  gas  appliance  shall  be 
connected  to  an  effective  flue  or  outlet  pipe 
to  the  outer  air,  if  it  is  included  in  any  of 
the  following  classifications:  (a)  Any  appli- 
ance used  for  domestic  purposes  which  has 
a  demand  in  excess  of  50,000  B.T.U.  per 
hour,  except  in  the  case  of  the  domestic  gas 
range,  (b)  Automatically  controlled  appli- 
ances which  use  more  than  5,000  B.  T.  U. 
per  hour;  automatically  controlled  appliances 
which  use  less  than  this  amount  shall  be  flue 
connected  unless  equipped  with  an  effective 
device  which,  in  the  event  that  the  constantly 
burning  flame  or  pilot  flame  is  extinguished, 
will  automatically  shut  off  the  supply  of  gas 
to  the  main  burner  or  burners,  (c)  Appli- 
ances installed  in  the  same  room  which  have 
an  aggi'egate  demand  at  normal  rating  as 
great  as  30  B.  T.  U.  per  hour  per  cubic  foot 
of  room  content. 

Section  2.  Flues  and  outlet  pipes  for  gas 
appliances  shall  be:  (a)  Lined  chimneys  or 
metal  stacks  as  provided  in  Article  24  of  this 
ordinance,  for  incinerators  and  for  all  appli- 
ances, the  normal  operation  of  which  at  maxi- 
mum input  rating  produces  flue  gas  tempera - 
tm-es  in  excess  of  550°  F.  at  the  outlet  of 
the  vent  connection;  (b)  Outlet  pipes  of  in- 
combustible, non-corrodible  material  of  suflB- 
cient  thickness,  cross-sectional  area,  and  heat 
insulating  quality  to  avoid  temperatures  in 
excess  of  160°  F.  on  adjacent  combustible 
material,  with  bell  and  spigot  or  other  ac- 
ceptable joints.  Where  extending  through 
from  story  to  story  to  roof,  located  inside 
partitions  or  walls,  or  extending  through 
walls  to  the  outside  shall  have  one  inch  clear- 
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ance  from  all  combustible  materials,  (c)  Out- 
let pipes  equal  to  soil  pipe  or  standard  steam 
or  water  pipe  having  acceptable  joints  and 
relatively  low  heat  insulating  value.  Where 
extending  through  from  story  to  story  to 
roof,  located  inside  partitions  or  walls,  or  ex- 
tending through  walls  to  the  outside  shall  be 
encased  in  an  incombustible  jacket  with  one 
inch  air  space,  the  encasing  jacket  or  duct  to 
be  open  at  the  top  and  bottom  and  to  be 
continuous  its  entire  length,  provided  that  for 
runs  not  exceeding  fifteen  feet  directly  from 
the  space  in  which  the  appliance  is  located 
to  the  outer  air  sheet  metal  pipe  of  corro- 
sion resisting  material  equivalent  to  No.  24 
gauge  copper  may  be  used;  installation  with 
reference  to  clearance  from  combustible  ma- 
terial and  passage  through  wall  shall  comply 
witk  the  related  provisions  for  smoke  pipes. 

Section  3.  Outlet  pipes  described  in  (b) 
and  (c)  of  Section  2  may,  in  general,  be  used 
with  domestic  appliances  which  have  been 
tested  when  burning  gas  at  a  rate  of  twen- 
ty-five per  cent,  above  the  manufacturer's 
input  rating  and  found  to  produce  no  tem- 
perature above  550°  F.  at  the  outlet  of  the 
vent  connection. 

ARTICLE  31 

Vent  flues  or  ducts,  for  the  removal  of 
foul  or  vitiated  air,  in  which  the  temperature 
of  the  air  cannot  exceed  that  of  the  rooms, 
shall  be  constructed  of  metal  or  other  incom- 
bustible material,  and  shall  not  be  placed 
nearer  than  one  inch  to  any  woodwork,  and 
no  such  flue  shall  be  used  for  any  other  pur- 
pose. 

ARTICLE  32 
Workmanship 

Workmanship  in  the  fabrication,  prepara- 
tion and  installation  of  materials  shall  con- 
form to  generally  accepted  good  practice. 
Specific  provisions  of  this  ordinance  s'hall  not 
be  deemed  to  suspend  any  requirements  of 
good  practice,  but  shall  be  regarded  as  sup- 
plemental or  emphasizing  them,  and  shall  be 
controlling.  The  building  inspector  shall,  as 
may  be  necessary,  promulgate  rules  embody- 
ing the  requirements  of  such  generally  ac- 
cepted good  practice,  it  being  the  intent  of 
this  requirement  that  the  standards  of  fed- 
eral or  state  bureaus,  national  technical  or- 
ganizations or  fii'e  underwriters,  as  the  same 
may  be  amended  from  time  to  time,  shall 
serve  as  a  guide  in  fixing  the  minimum  rules 
of  practice. 

ARTICLE  33 
Supplementary  Re^iuirements 

The  Fifth  Edition  of  the  Building  Code 
recommended  by  the  National  Board  of  Fire 
Underwriters  shall  be  deemed  to  be  the  gen- 
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erally  accepted  good  practice  for  fireproof, 
semi-flreproof  and  heavy  timber  construction, 
light  and  ventilation,  safe-guards  during  con- 
sti-uction,  theatres  and  other  special  occupan- 
cies, elevators  and  all  other  matters  not  cov- 
ered in  this  Ordinance. 

ARTICLE  34 
Duties  Of  Enforcing  Officer 

The  Building  Inspector  is  hereby  author- 
ized and  empowered: 

Fii-st:  To  enforce  all  ordinances  relating  to 
the  construction,  equipment,  management 
and  condition  of  all  property  within  said 
township,  including  the  Building  Zone  Ordi- 
nance. 

Second:  To  supervise  the  construction  or 
reconstruction  of  all  buildings. 

Thii-d:  To  report  monthly  to  the  Town- 
ship Committee  regarding  the  condition  of 
the  township  on  all  matters  pertaining  to  fire 
prevention. 

ARTICLE  35 
Penalty  For  Violations 

Section  1.  (Amended  October  5,  1936). 
Any  person  who  shall  violate  any  provision  of 
this  ordinance  or  fail  to  comply  therewith  or 
with  any  of  the  requirements  thereof,  or  who 
shall  erect,  construct,  alter  or  repair  or  has 
erected,  constructed,  altered  or  repaired  a 
building  or  stiTicture  in  violation  of  a  detailed 
statement  or  plan  submitted  or  approved 
thereimder,  or  of  a  permit  or  certificate 
thereunder,  shall  be  subject  upon  conviction 
to  a  fine  not  exceeding  $200  or  by  imprison- 
ment in  the  County  Workhouse  for  a  term 
not  exceeding  ninety  days  or  by  both  such 
fine  and  imprisonment;  and  each  day  such 
violation  shall  be  permitted  to  exist  shall  con- 
stitute a  separate  offense. 

Section  2.  The  owner  of  a  building,  struc- 
ture, or  premises,  where  anything  in  viola- 
tion of  this  ordinance  shall  be  placed  or  shall 
exist,  and  an  architect,  builder,  contractor, 
agent,  person  or  corporation  employed  in  con- 
nection therewith  and  who  may  have  assisted 
in  the  commission  of  such  violation  shall  each 
be  guilty  of  a  separate  offense  and  upon  con- 
viction thereof  shall  be  fined  as  therein  pro- 
vided. 

Section  3.  The  imposition  of  the  penalties 
herein  prescribed  shall  not  preclude  the 
Township  Attorney  from  instituting  an  ap- 
propriate action  or  proceeding  to  prevent  an 
unlawful  erection,  construction,  reconstruc- 
tion, alteration,  repair,  convei'sion,  mainte- 
nance or  use,  or  to  restrain,  con-ect  or  abate 
a  violation,  or  to  prevent  the  occupancy  of  a 
building,  structure,  or  premises,  or  to  pre- 
vent an  illegal  act,  conduct  business  or  use  in 
or  about  any  premises. 
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ARTICLE  36 
Validity 

If  any  section  or  part  of  section  or  para- 
graph of  this  Ordinance  is  declared  invalia 
or  unconstitutional  it  shall  not  be  held  to  in- 
validate or  impair  the  validity,  force  or  effect 
of  any  other  section  or  sections  or  part  of  a 
section  or  paragraph  of  this  Ordinance. 

ARTICLE  37 
Conflictingr  Ordinances  Repealed 

All  ordinances  and  parts  of  ordinances  in- 
consistent herewith  are  hereby  repealed;  pro- 
vided, however,  that  nothing  in  this  ordinance 
shall  be  construed  to  repeal,  modify  or  affect 
the  provisions  of  an  ordinance  commonly 
known  as  the  Building  Zone  Ordinance  for 
the  Township  of  Woodbridge,  N.  J.,  adopted 
6-8-31,  together  with  any  amendments  there- 
to, or  to  repeal,  modify  or  affect  the  provi- 
sions of  an  ordinance  providing  for  Fire  Pre- 
vention and  protection  adopted  May  20, 
1935. 

ARTICLE  38 
Date  Of  Effect 

This  ordinance  shall  take  effect  and  be  in 
force  from  and  after  its  passage,  and  legal 
publication. 

Approved  June  3,  1935. 

R.  M.  CADMAN,  Supt. 

Engineering  Dept., 

Schedule  Rating  Office  of  N.  J. 
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